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ADDENDA 

to 
AS  K153,  Parts  1  and  2—1964 

THE  SAMPLING  OF  COAL  AND  COKE 


British  Standard  1017  :  Parts  1  and  2  :  1960  has  been  endorsed  as  Australian 
Standard  K153,  Parts  1  and  2-1964.  The  endorsement  supersedes  AS 
CK2,  Part  1—1949  and  Part  11—1949,  and  these  standards  are  accordingly 
withdrawn. 

When  the  endorsement  of  B.S.1017  was  being  considered  in  relation 
to  Australian  requirements,  the  Association's  Coal  and  Coke  Committee 
agreed  that  the  usefulness  of  the  standard  would  be  increased  by  the  addi- 
tion of  a  general  introduction  which  would  explain  the  principles  upon  which 
the  standard  had  been  prepared,  and  by  the  inclusion  of  mdexes  to  the 
contents  and  to  the  letter  symbols  in  the  two  Parts  of  the  British  Standard. 
The  introduction  and  the  indexes  were  to  be  additional  to  the  amendments 
that  were  necessary  to  bring  the  text  of  the  standard  into  line  with  Austrahan 
practices. 

The  introduction  and  indexes  are  set  out  in  this  booklet ;  it  is  emphasized 
that  this  introduction  does  not  replace  the  foreword  or  the  introduction 
given  in  each  Part.  Details  of  the  amendments  are  given  ^  a  separate 
booklet,  published  under  the  designation  "Amendment  No.  1  to  AS  K153 
and  printed,  in  accordance  with  usual  practice,  on  green  paper  for  cutting  up 
and  inserting  at  the  appropriate  points  throughout  the  standard. 

Attention  is  drawn  to  the  fact  that  the  Australian  endorsement 
is  incomplete  unless  the  user  has  both  this  white  "  Addenda  book- 
let and  the  green  "  Amendment  No.  1 "  booklet  for  use  in  conjunc- 
tion with  Parts  1  and  2  of  B.S.1017  :  1960. 

For  the  purposes  of  the  Australian  endorsement,  the  amendments  to 
Part  1  apply  only  to  the  sampling  of  hard  coal  and  do  not  apply  to  brown  coal 
and  lignites  ;  Part  2  applies  only  to  coke  and  not  to  the  derivatives  of  brown 
coal  The  term  "  hard  coal  "  is  used  in  the  same  sense  as  in  the  Interna- 
tional Classification  of  Hard  Coals  by  Type  ",  where  it  is  defined  as  coal 
with  a  gross  calorific  value  of  more  than  10,260  Btu  lb  (5700  kcal,  kg)  on 
a  moist,  ash-free  basis. 
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Amendment  No.  1 
September  1964 

STANDARDS  ASSOCIATION  OF  AUSTRALIA  ^  -TSt 


( Incerperatcd  by  Royal  Charter) 


AUSTRAUAN  AMENDMENT  No.  1 

ASB5t-1964  I       ^*.0£C3U 

FLANGES  AND  BOLTING  FOR  PIPES,  VALVES         /^     ij6;^     . 
AND  FITTINGS  ^ ^ 


The  previous  edition  of  B.S.IO,  which  was  issued  in  5  Parts,  was 
endorsed  as  AS  B52.  The  1962  edition  of  B.S.IO  has  been  examined 
by  the  Association's  Committee  ME/I.  Boilers  and  Unfired  Pressure 
Vessels,  who  have  agreed  that  this  new  edition  be  endorsed  with 
amendments  as  a  revised  edition  of  AS  B52.  The  accompanying 
endorsement  slip  should  be  attached  to  the  cover  of  B.S.IO  for  use  in 
Australia  and  the  amendments  inserted  at  the  appropriate  pages  in 
the  standard. 

ALTERATION  OF  REFERENCES 

On  page  2  and  elsewhere  throughout  this  standard,  references  are  given 
for  particular  British  Standards  for  which  there  are  equivalent  Aus- 
tralian Standards.  In  all  such  cases  the  British  reference  shall  be 
altered  to  the  equivalent  Australian  reference,  as  follows: 

B.S.I8 AS  A23  (B.S.I8:1962  endorsed  with  amendments) 

B.S.2I AS  B53  (B.S.2I:1957  endorsed  with  amendments) 

B.S.84 AS  B47  (B.S.84:I956  endorsed  without  amendment) 

B.S.309 AS  Gil  (B.S.309:I958  endorsed  with  amendments) 

B.S.310. AS  G12  (B.S.3IO:I958  endorsed  with  amendments) 

B.S.806 AS  B65  (B.S.806:1954  endorsed  with  amendments) 

B.S.916 AS  BIOO  (B.S.916:1953  endorsed  with  amendments) 

B.S.1083 AS  B1I7  (B.S.1083:I95I  endorsed  without  amendment) 

B.S.I400 AS  H47  (B.S.  1400: 1961  endorsed  with  amendments) 

B.S.1452. AS  08  (B.S.  1452:1961  endorsed  without  amendment) 

B.S.1580 AS  B133  (B.S.  1580: Parts  1  and  2:1962  endorsed  without 

amendment) 

B.S.I768        AS  B147  (B.S.1768:195I  endorsed  without  amendment) 

B.S.1769        AS  BI48  (B.S.1769:1951  endorsed  without  amendment) 

B.S.2789        AS  G9  (B.S.2789:1961  endorsed  with  amendments) 


•  ^'^ 

Amendment  No.  1 

May  1964 

STANDARDS  ASSOCIATION  OF  AUSTRALIA  j.^. 

Iiteorporated  by  Royol  Charter  -*'    ^' 


AMENDMENTS  TO  AS  A44— 1960  AND 
AS  CA20— 1960  FffiROUS  PLASTER  PRODUCTS 


AMENDMENT  No.  1  ♦>      cirr^       . 


AS  A44— 1960 
FIBROUS  PLASTER  PRODUCTS 


Copy -.^1964 


Page  6.  Clause  3,  GYPSUM  MOULDING  PLASTER. 

Delete  reference  to  SAA  Int.  317  and  footnote,  and  substitute: 
AS  A43.  Gypsum  Plaster  for  Building  Purposes.  am^^- 

Editorial  note:  This  alteration  was  incorporated  in  the  1963  reprint.  May 

1  70T- 

Page  6.  Clause  9,  PLAIN  SHEETS. 
(a)  Hiickness. 

Delete  the  first  sentence  and  substitute: 

Unless  otherwise  ordered,  the  nominal  thickness  of  plain  sheets  shall     amdt. 

be  I  in.  May 

19«4 
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Amendment  No.  3 
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AMENDMENT  No.  3 

and  Corrigenda 
to 

SAA  Awwoval  an^  Test  l^jecificadon 

for 

BUSWAYS 

(AS  C151— 1960  Ap.) 


The  1960  edition  of  AS  CI  51  Ap.  which  was  previously  amended  m 
1963  (twice)  is  further  amended  as  follows;  the  amendments  should  be 
inserted  at  the  appropriate  places,  and  the  corrections  indicated 
should  also  be  made. 


CORRIGENDA 

Clause  5,  ENCLOSURES. 
(a)  General. 

In  the  fourth  line  of  the  fifth  paragraph  dter  the  reference  in  paren- 
thesis to  read  "(see  Oause  13(a) (v)". 

(d)  Trolley  Enclosure. 

In  the  last  line  of  the  second  paragraph  alter  the  reference  to  read 
"Qause  14(e)". 


Endorsement  J""e    1964 

BRITISH   STANDARD  2868:1957  c,'] 

is    endorsed    as 


^2'^ 


AUSTRALIAN  STANDARD 
K1 51  — 1964 

without  Australian  amendment 

STANDARDS     ASSOCIATION     OF     AUSTRALIA 
Science   House,    157   Gloucester   Street,   Sydney 


(ALIA 


X  -  T51 
June  1964 

.57 


JUIPMENT 


Alter  4.994  to  3.994 


iicicu   accoraingjy. 


i.'uN.^.^     oiiuuiu      UC 


AMENDMENT  TO  PART  1,  THE  SAMPUNG  OF  COAL 
Applicable  to  (he  sempling  of  han)  coal  only 
Page  10.  FOREWORD. 

Delete  paragraph  2.  and  substitute: 

Separate  methods  of  sampling  are  specified  for: 

1.  Small  coals,  i.e.  with  a  top  size  3  in  or  less,  and 

2.  Large  coals,  i.e   with  a  top  size  greater  than  3  in  and  Dassinc 
over  a  screen  of  specified  size,  normally  1  in  or  li^r    ^      ^ 


AMENDMENT  TO  PART  1,  THE  SAMPLING  OF  COAL 
Applicable  to  the  sampling  of  \miA  coal  only. 
Page  11.  FOREWORD. 

Add  the  following  paragraph: 

sample  preparauon  tor  moTsture  dMeraiinaliom  the  Stor  shouM live 


AUST. 

Amdt. 
No.  1 
June 
1964 


AOJT. 

Amdt. 
No.  I 
June 
19«4 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

rncorporated   by   Royal   ChoHer 


Amendment  No.  3 

June  1967  /7 


AMENDMENT  No.  3 

to  !   Copy 

SAA  Approval  and  Test  Specification' 

for 

DOMESTIC  ELECTRIC  WASHING  MACHINES 

(AS  C163— 1960  Ap.) 


1964 


sm'SSS^---=^-=^ 


Amdt. 
No.  J 
June 
1964 


Clause  2,  DEFINITIONS. 

Adtl  the  following  definition: 

Semi-automatic  Washing  Machine  -  a  domestic  electric  washing 
machme  in  which  the  period  or  sequence  of  one  or  morrof  thf 
washing  operations  can  be  controlkd  automatically   but  manual 

S7  wIsiiS'otS.  '^  --''-'  -  --P^-  ^^^ 
This  amendment  forms  part  of  the  spedficaHon  on  1  January  1965. 
Clause  11,  MOTOR. 
(b)  Ov»current  Protection. 

Delete  existing  first  paragraph  and  substitute: 

f^.^^l  motor  having  a  rated  input  of  480  volt-amperes  or  more  if  r.f 
the  shaded-pole  type  or  240  volt-amperes  or  more^of  a?l  oTher  tvo^s 
Qaus"  Sb)'o/A?rn5°A''  T?r^'''''''  ^'^"'^""^'^  as  de  crTbid'^n 
S'reqiS  Eyihaf  claute"'  ^''"  "^  '''''''''  "''»'  "^^™^'  P-^ection 

Add  the  following  third  paragraph: 

The  functioning  of  a  motor  protective  device  (whether  renniroH  hv      a 
this  clause  or  not)  shall  not  result  in  fire  or  accidem  hazard  ^      No"' 

This  amendment  fonns  part  of  ti,e  specific-ation  on  1  January  1965.       >'" 


Amdt. 
No.  3 
June 
1964 


.57 
Amendment  No.  7 
STANDARDS  ASSOCIATION  OF  AUSTRALIA  ^™*'  '^^ 

lacorperaUd   by   Royal   Charter :^  LS 


AMENDMENT  No.  7 


to 


Ca 


^-z^t?Z  1 


SAA  Approval  and  Test  Specification — ^^^^-^==^^^^ 
for 
FIXED  ELECTRIC  WATER  HEATERS 
(AS  C142— 1954  Ap.) 


■  ^\P^l  ^'''°"  °^  ^  ^^^'^  Ap-  which  was  amended  and  redated 
t  nn'*  ^"'^.r'"'*''^.'"  '^^^-  ^^^8-  I960.  1961.  1962isfmheramend^ 
as  follows;  the  amendment  should  be  inserted  at  the  appropria^^pSS 

Clause  11,  OVERHEATING  PROTECnVE  DEVICES. 
(e)  Pressure  Storage  Water  Healers. 

19Sf  L'^LS?"  °'  '"*  P^"^"^'  (Amendment  No.  6.  October 
Except  for — 

(i)  cistern  fed  storage  water  heaters  intended  to  operate  with  a  vent     ^°7 
permanently  open  to  the  atmosphere.  June 

(ii)  free  outlet  water  heaters,  and 

(iii)  storage  water  heaters  with  an  open  container. 

all  pressure  storage  water  heaters  shaU.  in  addition  to  any  device 
required  by  Clauses  11  (a)  to  11(d)  above,  be  fitted  wUh  a  them^ 
cutout  which  will  disconnect  the  electricity  supply  S  the  water  h^er 
in  the  event  of  the  water  temperature  exceeding  22o4^(iM4oo 

This  amendment  forms  part  of  Hie  specification  on  1  July  1964. 


Amendment  No.  4 
STANDARDS  ASSOCIATION  OF  AUSTRALIA  ^"^  ^^^ 

iKorporaHd   by   Royol   Chort.r     '"""'*'■"» 


AMENDMENT  No.  4 

to 

SAA  Approval  and  Test  SpedficatloQ 

for 

PORTABLE  ELECTRIC  DRILLS 

(AS  €160-1959  Ap.) 


^m"l%2,  a1d'T96?iffunh?r  ^'^  IlL^'  ^f  P'^^^^'y  amended  in 
should  be  inlertei'S  tL^^'Slf  ptS/°"°"^=  '"^  ^'"^"'^'"-»" 

/^t/t/  the  following  paragraph: 
(e.g^altk?an'dlTcTonir  -'^^'^^  -'^^al  metal 

^^  TndTheS^'"""^  '"^^""  ^'^^  -™a°ure  laminations 

^'"^  oH  S  pfofidra^SS^.et?  ''  'T^''^'  -  g--  o^ 
(iv)  other  app^'ro^i'^a^rr'Sfntf  ^'"'^  °'  "°' ''''  '»'-  ^  mm. 

winding   insulation   St    beTe«a^ed   ^^^^ '"''"'^  '^  '"°'°^ 
insulation.  regarded    as    adequate   functional 

Tills  amendment  forms  part  of  the  specification  on  1  July  I96d. 

^"*  ^^'^^^t^XiToTencl^sing^ 

Z>e/e/e  reference  to  "aluminium  alloy  No  LM2"  in  fh. 
tence  and  substitute  "aluminium  alloy  type  H49  2"  "^'"""'^  '*""■ 

TTiis  amendment  forms  part  of  the  specificaHon  on  1  July  1964. 


AlfflT. 

No.  4 
June 
1964 


Amdt. 

No.  4 

June 
19<4 
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Amendment  No.  5 
June  1964 


AMENDMENT  No.  5  . 

to  .      I 

SAA  Approval  and  Test  SpedficatSoii' 
for 


2-SEPiJ  1 


MINIATURE  OVERCURRENT  ORCXJIT-BREAKERS 
(AS  cm— 1956  Ap.) 


The  1956  edition  of  AS  CI  11  Ap.  which  was  previously  amended  in 
1959,  1961  and  1963  (twice)  is  further  amended  as  follows;  the  amend- 
ments should  be  inserted  at  the  appropriate  places. 


Claiwe  21,  TEST  OF  BREAKING  CAPAOTY. 
(a)  Source  of  Supply. 

Delete  item  (i)  aiid  substitute: 

(1)  A.C.  Circuit-breakers.  For  circuit-breakers  for  use  in  a.c. 
circuits  only,  the  source  of  supply  for  the  breaking  capacity 
tests  shall  be  such  that  it  delivers  a  current  of  10,000 
amperes  r.m.s  when  the  terminals  to  which  the  circuit- 
breaker  under  test  will  be  connected  are  short-circuited 
by  a  link  of  negligible  impedance. 

Additional  impedance  for  limiting  the  prospective  short- 
circuit  current  to  the  values  specified  in  Table  1  shall  be 
connected  to  the  load  side  of  the  circuit-breaker  under 
test.  The  lagging  power  factor  of  the  test  circuit  shall  be 
0.75. 

This  amendment  forms  part  of  the  specification  on  1  July  1964. 

Clause  21,  TEST  OF  BREAiaNG  CAPACITY. 
(d)  Ardi^  Test. 

Delete  the  second  last  paragraph  and  substitute: 
The  cotton  gauze  shall  be  grade  III  complying  with  Australian  Com- 
mercial Standard  No.  10,  Part  2,  Section  2.  Unmedicated  Gauze. 

Delete  the  term  "cheese  cloth"  wherever  it  occurs  m  this  sub-clause 
and  substitute  the  term  "cotton  gauze". 

Tliis  amendment  forms  part  of  the  specification  on  1  July  1964. 

Qause  22,  ADDITIONAL  TESTS. 

Delete  existing  clause  and  substitute: 

22  ADDITIONAL  TESTS.  The  circuit-breaker  shall  be  subjected  to 
the  high  voltage  test  in  Clause  15(b).  the  performance  test  in  Qause  20 
and  the  msulation  resistance  test  in  Qause  15(a)  and  shall  comply  with 
the  requirements  thereof. 

This  amendment  forms  part  of  tiie  specification  on  1  July  1964. 


Amdt. 
No.  J 

June 
196* 


Amdt. 
No.  J 
June 

1964 


Amdt. 
No.  J 

June 
1964 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

■■eerperatad  by  Royal  ChortM- 


Amendment  No.  7 
June  1964 


AMENDMENT  No.  7 

to 

SAA  Approval  and  Test  Specfficatioa 

for 

BAYONET  LAMPHOLDERS 

(AS  C117— 1955  Ap.) 


The  1939  edition  of  AS  CI  17  Ap.  which  was  amended  and  redated 
in  1947,  1950  and  1955  and  amended  in  1960.  1962  and  1963  is  further 
amended  as  follows;  the  amendments  should  be  inserted  at  the  appro- 
priate  places. 

Clause  7,  MATERIALS. 

Delete  existing  first  paragraph  and  substitute: 

7.  MATERIALS.  Insulating  materials  used  for  the  support  or  protec- 
tion of  live  parts  shall  be  rigid,  having  properties  not  inferior  to  those 
for  Class  100  mouldings  (see  Note)  as  specified  in  AS  C12I  Ap.  Pro- 
vided however  that  a  non-rigid  moulding  of  polychloroprene,  otherwise 
complying  with  the  foregoing  requirements,  shall  be  acceptable  for 
festoon  lampholders  where  they  are  moulded  integrally  to  stranded 
cables. 

Note  At  the  present  time,  the  commonly  known  thermoplastic  moulding  mater- 
ials are  not  considered  as  suitable  for  lampholder  construction.  However,  con- 
sideration will  be  given  to  any  new  materials,  includmg  thermoplastics,  which 
may  be  developed  having  the  necessary  characteristics  for  this  application. 

This  amendment  forms  part  of  die  specification  on  1  July  1964. 


Qanse  10,  MARKING. 

Add  the  following  item  (iii): 

(iii)  Non-rigid  festoon  lampholders  as  referred  to  in  Gause  7, 
Materials,  shall  be  marked  with  the  maximum  wattage  of  lamp 
which  may  be  accommodated  without  deterioration  of  the  lamp- 
holder  or  exceeding  the  recognised  temperature  limit  for  the 
insulating  material;  such  marking  shall  be  indeHble,  in  a  prom- 
inent position,  and  shall  consist  of  letters  not  less  than  i  in  in 
height. 
This  amendment  forms  part  of  the  specification  on  1  July  1964. 


Amdt. 
No.  7 
June 
19<4 


Amdt. 
No.  7 
June 
1964 
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Amendment  No.  6 
June  1964 


Incorporated   by   Royal   Charier 


2-:SEP:J  1 
Copy 1964 


AMENDMENT  No.  6 

to 

SAA  Approval  and  Test  Specificatioii 

for 

ELECTRIC  MOTOR-OPERATED  APPLIANCES 

(AS  CHS— 1941  Ap.) 

The  1941  edition  of  AS  CI  15  Ap.  which  was  previously  amended 
in  1958,  1959,  1961  (twice)  and  1963  is  further  amended  as  follows; 
the  amendments  should  be  inserted  at  the  appropriate  places. 


TITLE. 

Delete  "With  Motors  Having  Ratings  Not  Exceeding  1  hp."  from  the  amdt. 

title.  June 

This  ametidiDent  forms  part  of  the  specification  on  1  July  1964.  i9*4 


Clause  1,  SCOPE. 

Delete  "1  hp"  from  the  end  of  first  paragraph  and  substitute: 
"...  2  hp  for  room  air  conditioners  and  1  hp  for  other  appliances." 
This  amendment  forms  part  of  the  specification  on  1  July  1964. 


Clause  2,  DEFINITIONS. 

In  last  line  delete  "(see  Appendix)"  and  substitute  (see  Appendix  A)". 
This  amendment  forms  part  of  the  specification  on  1  July  1964. 

Qause  6,  MOTORS. 
(b)  ITiennal  Protection  of  Motors. 

Delete  first  paragraph   (Amendment  No.    1,  September   1958)   and 
substitute: 

Any  motor  having  a  rated  input  of  480  volt-amperes  or  more  if  of  the 
shaded-pole  type,  or  240  volt-amperes  or  more  for  all  other  types, 
incorporated  in  an  appliance  and  which  is  intended  to  be  automatically 
controlled,  shall  be  so  protected  that  the  motor  windings  will  not  attain 
temperatures  greater  than  those  specified  in  Qause  ll(m)  when  tested 
in  accordance  with  the  appropriate  requirements  thereof. 
This  amendment  forms  part  of  the  specification  on  1  July  1964. 


Amdt. 
No.  6 

June 
19i4 


Clause  1,  SCOPE. 

In  Table  I  insert  "(See  Appendix  B)"  after  "Air  Conditioners,  Port-  amdt. 

able".  June 

This  amendment  forms  part  of  the  specification  on  1  July  1964.  !'<♦ 


Amdt. 

No.  6 
June 
19'i4 


Amdt. 
No.  6 
June 
1964 
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Amendmotit  No.  1 
June  1964 


AMENDMENT  No. 

to 


i    Qopy 1954 

SAA  Approval  and  Test  Specificatiorh '■'■ — ^^-L. 

for 

ISOLATING  TRANSFORMERS 

(AS  C167— 1962  Ap.) 


Oause  1,  SCC^E. 

Delete  from  the  fifth  and  sixth  lines  the  words  "at  a  nominal  voltage 
ratio  of  unity". 
This  amendment  forms  part  of  the  specificatlog  on  1  July  1965. 

Clause  9,  MEANS  OF  CONNECTION. 
(c)  Output  Side. 

Delete  existing  sub-clause  (c)  and  substitute: 
(c)  Ou^t  Side.  Where  the  output  voltage  is  within  the  range  100-1 10 
volts  or  220-250  volts,  connecting  facilities  shall  be  provided  by  means 

a  plug-socket  complying  with  AS  CI  12  Ap.,  Plugs  and  Plug  Sockets, 

one  appliance  or  piece  of  equipment  may  be  permanently  con- 
nected to  the  transformer  by  means  of  a  flexible  cord. 
Where  a  plug  socket  connection  is  used — 

for  the  range  220-250  volts  the  plug  socket  shall  be  of  a  type 
intended  to  accommodate  a  3-pin  flat-pin  plug  having  contacts 
arranged  as  in  Fig.  1(a)  of  AS  CI  12  Ap.; 

for  the  range  100-110  volts  the  plug  socket  shall  be  of  a  type  which 
will  not  accommodate  the  types  of  plug  shown  in  Fig.  1  and  Fig.  El 
of  AS  C112  Ap. 
The  plug  socket  shall  be  suitably  shrouded  to  preclude  the  connec- 
tion thereto  of  any  plug  socket  adaptor  which  the  socket  will  normally 
accommodate. 

Where  the  output  voltage  is  not  within  the  ranges  referred  to  above 
only  the  method  of  connection  In  item  (ii)  above  shall  be  permitted. 
Nole    In  accordance  with   Part  I   of  the  SAA  Wiring   Rules  (AS  CCl).   any 
exposed  metal  parts  of  a  single  piece  of  electrical  equipment  supplied  through 
a  transformer  complying  with  this  specification  need  not  be  earthed. 

Where  equipment  is  to  be  connected  to  a  plug  socket  of  the  transformer  it 
is  still  essential  to  provide  normal  earthing  facilities  in  the  plug  and  flexible 
cord  connected  to  the  equipment  so  that  these  may  be  utilised  should  the 
equipment  be  connected  to  a  conventional  earthed  plug  socket 

However    where  the  equipment  is  permanently  connected  to  the  translormer, 
no  earthing  conductor  is  to  be  provided  in  the  flexible  cord   (see  Amendment 
No.  1   to  Clause  10  (a)). 
This  amendment  fonns  part  of  the  specification  on  1  July  1964. 


(i) 
(ii) 

(a) 

(b) 


Amdt. 
No.  1 
June 
19<4 


Amdt. 
No.  1 

June 
1964 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by   Royal   Ckorfor 


Amendment  No.  10 
June  1964 


AMENDMENT  No.  10 
to 

SAA  Approval  and  Test  Specificatioii 

for 

ELECTRIC  ROOM  HEATERS 

(AS  C103— 1952  Ap.) 


Copy -,^1964 


in   1^56.    1958     1959  (twice).   1961   (twice,   1962  and   1963  (twice)  is 


Clause  2,  DEFINITIONS. 

^^m7)e  the  letter  (a)  to  the  definition  of  electric  room  heater  and 
add  the  following  definition  (b): 

(b)  Panel  Type  Electric  Room  Heater.  For  the  purpose  of  this  speci- 
fication the  terni  "panel  type  electric  room  heater"  shaH  mean  an  eS 
room  heater  which  has  as  its  heating  medium  an  exTernal  pand  of 
metal,  glass  or  other  suitable  material  which  itself  is  hea  ed  bv  an 
electric  element  or  heating  unit  fixed  to  the  surface  of  the  panel  inside 
the  room  heater,  or  embedded  in  the  panel. 

This  amendment  forms  part  of  the  specificaHon  on  1  July  1964. 


Clause  6,  SAFEGUARDING  OF  ELEMENTS. 

Delete  existing  clause  and  substitute: 
6.  SAFEGUARDING  OF  ELEMENTS. 

(a)  General  Requirements.  Except  as  provided  in  the  following  sub- 
clauses, the  heating  units  of  room  heaters  shall  be  protectedTy  |ua?ds 
no  Hv'elrt  or' no'"'?''  ,"'''"^'  -"^  ''"'"■^  ^°™  ^"'   conslJucTio'n  ?ha 

:%  tSgt  'VllT'^''  '--'  «"^-  -  '-  completily-ti'r^S 
Any  guard  provided  to  enable  the  room  heater  to  comply  with  the 
requirements  of  this  clause  shall  be  so  arranged  that  it^annot  easHy 
be  detached  from  the  room  heater  without  the  use  of  a  tool 

For  room  heaters  having  openings  in  the  base  directly  beneath  an 
element,  the  e  ement  and  its  supports  shall  be  so  designed^or  pSctioS 
shall  be  provided  m  the  form  of  baffles  or  the  like,  to  prevent  S 
particles  falling  through  the  heater  if  the  element  fails 


Amdt. 
No.  to 

June 
1964 


Amdt. 

No.  10 

June 

I»64 


Amendment  No.  7 
December  1964 
STANDARDS  ASSOCIATION  OF  AUSTRALIA 

(Ineerporatad  by  Royal  Ckarfer) 


AMENDMENT  No.  7 

to 

SAA  Approval  and  Test  Specification 

for 

ELECTRIC  INaPECnON  HAND-LAMPS 

(AS  ai8— 1957  Ap.) 


The  1957  edition  of  AS  CI  18  which  was  previously  amended  in  1959 
1960.  1961.  1962  (twice)  and  1963  is  further  amended  as  follows;  the 
amendments  should  be  inserted  at  the  appropriate  places. 


Cbiise  12,  Ballasts. 

Delete  the  first  paragraph  and  substitute: 

Any  fluorescent  lamp  ballast  incorporated  in  a  hand -lamp  shall      amdt 
comply  with  AS  C168  Ap..  Fluorescent  Lamp  Ballasts.  No.  7 

Dec. 
TIus  amendment  forms  part  of  tlie  specification  on  1  July  1965.  »»«♦ 


Clause  13,  Capacitors. 

Delete  the  text  of  this  clause  and  substitute: 

13  CAPACITORS.  Any  capacitor  associated  with  a  ballast  in  a  hand-  Amdt. 
lamp  of  the  fluorescent  type  shall  comply  with  the  relevant  require-  No.  7 
ments  of  AS  CI 68  Ap..  Fluorescent  Lamp  Ballasts  ^^''■ 

'^  1964 

This  amendment  forms  part  of  the  ^ledfication  on  1  July  1965. 


November  1964 
STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by   Royal   Charter 


Corrigendum 

to 

Australian  Amendment  No.  1 

to 

AS  B52— 1964 

FLANGES  AND  BOLTING  FOR  PIPES,  VALVES 

AND  FITTINGS 


Australian  Amendment  No.  1 

Delete  Fig.  6(c)  as  reproduced  in  the  amendment  and  substitute 
the  following  corrected  Fig.  6(c): 


"32 -"32 


Amendment  No.  2 
June  1964 
STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by   Royal   Charter 


'  AMENDMENT  No.  2  I        ^^SEP^^    1 

to  Llo£L===J?64 

SAA  Approval  and  Test  Specificatioii 

for 

ELECTRIC   PORTABLE    IMMERSION   HEATERS 

(AS  C104— 1960  Ap.) 


The  1960  editon  of  AS  C104  Ap.  which  was  previously  amended  in 
October  1962  is  further  amended  as  follows;  the  amendment  should  be 
inserted  at  the  appropriate  place. 

Qause  13,  TESTS. 

Add  the  following  sub-clause  (m): 

(m)  Leakage  Current.  Leakage  current  between  live  parts  and  exter-      amdt. 
nal  metal  or  insulating  parts  shall  be  measured  under  the  conditions      No.  2 
specified  in  Cause  8.3.2  of  AS  ClOO  Ap.  and  shall  comply  with  the      {"^^ 
appropriate  requirements  thereof.  (This  test  may  be  done  in  conjunction 
with  the  test  specified  in  Clause  13(h)  herein). 

This  amendment  forms  part  of  ttie  specification  on  1  July  1965. 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incerperatad  by  Koyol  CfcorHr 


Amendment  No.  4 
June  1964 


AMENDMENT  No.  4  2-SEP^l 

to  I    Copy 1964 

SAA  Approval  and  Test  Specification  -« — — 

for 

EXTRA  LOW  VOLTAGE  TRANSFORMERS 

(AS  C126— 1958  Ap.) 


Tho  iQ'^R  fAifinn  of  AS  C126  Ap.  which  was  previously  amended 
in  1962  (twicetrdi?63ls  further  aLnded  as  follows;  the  amendment 
should  be  inserted  at  the  appropriate  place^ =^„= 

Clause  7,  MEANS  OF  CONNECTION. 
(b)  Output  l^de. 

Delete  item  (i)  and  substitute: 
(i)  A  two-pin  plug  socket  complying  with  APf  "^ix  E  of  AS  C112     amot- 
Ad    except  that  the  dimensions  referred  to  in  Clause  E2  n^d 
not'appTy  provided  that  the  plug  for  use  with  the  elv.  socket      \,,, 
wUl  noVenK?  low  voltage  flat-pin  plug  sockets  conforming  to 
Fig.  1  of  AS  CI  12  Ap. 
TT,is  amendment  forms  part  of  the  specification  on  1  July  1964. 


• 
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Amendment  No.  6 
June  1964 


2-SEP:i  1 


AMENDMENT  No.  6        l^y_1964 


SAA  Approval  and  Test  Specification 

for 

ELECTRIC  SOLDERING  IRONS 

(AS  C114— 1952  Ap.) 


Th.  iQdn  edition  of  AS  CI  14  Ap.  which  was  amended  and  redated 
in  m7  1948  19?S  and  1952  and  amended  in  1963  is  further  amended 
as  foJoUrthe  arn^^^^^^^       should  be  inserted  at  the  appropriate  place. 

Clause  9,  TESTS. 

Add  the  following  new  sub-clause  (j): 

fn  Leakaae  Current  Leakage  current  between  live  parts  and  exte:mal 

"eqdJements  Lle^f    (ThTs  te?t  may  be  done  it.  conjuncUon  w.th  the 

test  specified  in  Qause  9(f)  herem.) 

Thb  amendment  forms  part  of  the  specification  on  1  July  1965. 


Amdt. 

No.  6 

JUNI 


[/\lf^\c^W'^ 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

(lneorporat«d  by  Royal  Charter) 


Amendment  No.  1 
October  1964 


AMENDMENT  No.  1 
to 

AS  A104— 1957 

METHOD  OF  TEST  FOR  COMPRESSIVE  STRENGTH 
METHUU  ur^^    CONCRETE   SPEOMENS 

AS  A104.  Clause  3,  TEST  SPEOMENS. 

In  line  5.  delete  "0.01  in"  and  substitute  "0.05  in". 


AS  A104.  Clause  7,  REPORT. 

In  items  (vii)  and  (viii),  delete  "10  lb  per  sq.  in."  and  substUute 
"50  lb  per  sq.  in." . 


Amdt. 
No.  I 

Oct. 

1964 


Amdt. 
No.  1 

Oct. 

1964 


^ir\i<\^<^< 


November  1964 
STANDARDS  ASSOCIATION  OF  AUSTRALIA 

liicorporat*d   by   Royal   Charter 


Corrigendum 

to 

AS  A125— 1963 

ARC  WELDED  STEEL  PIPES  FOR  WATER  AND  GAS 


Page  15.  Clause  3.4.2,  Bend  Test-Preparation  of  Test  Piece. 

In  the  third  paragraph.  ././.,.  the  existing  first  sentence  and  substitute: 

nlren,' mi '"f "  '^f-^^  ^^^'^'  8^^""^  ^'  machined  level  with  the 
parent  metal,  care  being  taken  to  ensure  that  tool  marks  ifanv 
are  parallel  w,th  the  length  of  the  test  piece"  ^' 


• 


rA(^''^^^< 


December  1964 
STANDARDS  ASSOCIATION  OF  AUSTRALIA      ^  '  ~  ^^' 

Incorporafed  by  Royal  Charter  _   S  7 

^^ 

Corrigendum 

to 

C356,  Part  1—1964 

RESISTANCE  WELDING  EQUIPMENT 

TRANSFORMERS  AND  ELECTRICAL  PERFORMANCE 


Page  12.  nC.  1. 

Alter  the  size  of  copper  bar  from  1"  x  V  (25.4  mm  x  3.2  mm) 

to  the  following: 

1"  X  i"  (25.4  mm  x  6.35  mm). 


a/]. 


■  SV^^O 
December  1964 
Superseding  Corrigendum  Novemljer  1962 

STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by   Royal   Charher 


Corrigenda 

to 

AS  Z17— 1962 

nBREBOARD  CONTAINERS  FOR  GENERAL  PURPOSES 

Page  6.  Clause  2-2,  Water  Absorption. 

Delete  "120  g/m^"  and  substitute  "150  g/m-". 

Page  8.  Clause  3-2,  Water  Absorption. 

Delete  "120  g/m^"  and  substitute  "150  g/m^". 


//],^o'''^^-'~^ 


Endorsement  November   1964 

BRITISH   STANDARD  2917:1957      X^TS? 

is    endorsed    as 

AUSTRALIAN  STANDARD      '^/ 

B205  — 1964  '^'^l 

subject  to  Australian   Amendment  No.    I 


This  endorsement  was  approved  on  behalt  of  the  Council  of  the 
Standards    Association    of    Australia    on     16    September     1964. 


STANDARDS     ASSOCIATION     OF     AUSTRALIA 
Science   House,    157  Gloueetter  Street,    Sydney 


• 


aA/^ 


:(x  (--'"«' 


November  1964 
Endorsement 

•RITISH   STANDARD  2917  :  1957        X  "T  5? 

Is    endorsed    as  ^rj 

AUSTRALIAN  STANDARD    ^^^^ 
B205  — 1964 

subjaet  to  Aujtrelian   Amendment  No.   I 

This  endorsement  was  appT^^^^^^alf  of  the  Council  of  the 
Standards    Association    o^^ustrali^on     ,6    September     ,964. 

STANDARDS     ASSOCIATION     OF     AUSTRALIA 
Selene.  Hou...    157   Glo-eester   Street.   Sydney 


1 


//\,Wo^S-^<- 


Endorsement* 

Thli 
■RITISH  ST4 

is  endorsed  as  the  corresponding 

AUSTRALIAN  STANDARD  X -^^^ 
K152— 1965  '^f 

lubiect  to  Australian  Amendment   No.    I,  if  applicable 


STANDARDS  ASSOCIATION  OP  AUSTRALIA 
Sciciic*  Heme,   157  Gloucester  Street,  Sydney 

•  For   attachment   to    B.S.I0I4,    Parts    I    to    13,    15.    It 


^v---^"- 


,  Auqus*    l"'fc5 

Endorsement  ,         i  --    cP    100«  :  1»5>         Y-fSl 

BRITISH     ^1^"*°^*;,,^     September    1959)  A       ' 

(including    r^H'"'      /      7.S  ^'' 

'  Ss    endorsed    as         _  ,  __  -         , 

^„StR*L^»^STAHOARD    ^^q 

Science  House,    i"' 


A 


Cr\'iW 


fufl 


X  -  rsi 

March  1965 


STANDARDS  ASSo|blAjlONiVfJ(|j'  AUSTRALIA 

Incorporated  Jby  Royal  Charter        *         / 

CORRIGENDUM 

to 

AS  O90.4— 1964 

METHOD  OF  TEST  FOR   SCARF  JOINTS  IN   PLYWOOD 


Page  22.    Alter  captions  for  Figs.  1  and  2  to  read— 

"Type  2.  Test  Piece"  and  "Type  1,  Test  Piece",  respectively. 


y^^At  CA,hA/--<, 


February  1965 
STANDARDS  ASSOCIATION  OF  AUSTRALIA  ^    ., 

Incorporated  by  Royal  ClJarter      --  ... -fTlU' 


AMENDMENT  "'^U  i      / 

AS  K41 

STANDARD  METHODS  OF  TEST  FOR  PAINTS,  VARNISHES, 

LACQUERS  AND  RELATED  MATERIALS 


Amendment  No.  1  to  Method  204.1,  Fineness  of  Grind. 

Report.  Delete  item  and  substitute  the  following:  amdt. 

"From  the  three  readings  obtained  in  Step  5  report  the  average  to  Feb. 

the  nearest  first  decunal  place."  i96j 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incerperafcd  by  Royal  CharHr 


.-S7 
February  1965 


AMENDMENT 

to 

AS  K41 


5  •  MAY  1  t 

Cm ii'S^ 


STANDARD  METHODS  OF  TEST  FOR  PAINTS,  VARNISHES, 
LACQUERS  AND  RELATED  MATERIALS 


'.'/ 


Amendment  No.  1  to  Method  104.1,  Recommended  Materials  for  Test 

Panels. 

(b)  Tinplate.  Insert  additional  requirement  as  follows: 

"Hot  dipped  tinplate  107  lb  base  weight,  grade  MRT3.  1.25  lb  base 
box  coating  weight.  End  use  panels  for  paint  testing." 


Amdt. 
No.  1 
Feb. 
I96f 


• 


STANDARDS  ASSOCIATION  OF  AUS 

Incerporatod  by  Royal  CkarHr 

AMENDMENT  No.  1 
to 

ASB190  — 1964 

VALVES,  WATER  GAUGES  AND  OTHER  FITONGS  FOR 

BOILERS  AND  UNnRED  PRESSURE  VESSELS 


Amendment  No.  1 
'  1965 


Page  12.    Oaose  2.4.1    Genefal  LimitoHons  (Correction) 
In  the  fourth  line  cdter  the  reference  "3.1.3"  to  "3.2  3" 


Page  38.    Clause  9J    Connections. 

Delete  the  first  sentence  and  substitute- 


Amdt. 
No.  1 

Jan. 

I9£? 


Amdt. 

No.  1 
Jan. 
1965 
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Amendment  No.  1 
February  1965 


5  ^MAYl  i 
Copy    - . -_ 


AMENDMENT  No.  1 

to 

AS  CL2— 1962 

LAUNDERING  OF  SHRINK-RESISTANT  WOOL  BLANKETS 
FOR  HOSPITALS  AND  KINDRED  INSriTUTIONS  

Page  2.  PREFACE. 

In  the  last  paragraph,  delete  "AS  No.  L-,  Shrink-resistant  Wool      ^"',' 
Blankets  for  Hospitals  and  Kindred  Institutions"  and  substitute  "AS  L43,       Feb. 
Wool  Blahkets  for  use  in  Hospitals  and  Kindred  Institutions."  "*' 


Amdt. 


Page  4.  Clause  3  (a)  (i)  Laundering. 


Amdt. 
No.  1 
Feb. 


After  "loading"  in  the  second  line,  add  the  words  "or  end-loading".       i9<5 


• 


February  1965  i 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated  by  Royal  Chomer 


CORRIGENDA  | 


I    5  rMAVu 


to     ~^~°^. 


AMENDMENT  No.  2  (November  1964) 

to 

AS  CA2  — 1963 

SAA  CODE  FOR  CONCRETE  IN  BUILDINGS 

Rule  6.17    Hooks  and  Bends. 

In  line  3,  delete  "radius"  and  substitute  "diameter". 
Rule  7.2.3    Design  of  Slabs  and  Drop  Panels. 

In  paragraph  (iii)  alter  the  formula  number  to  "(19A)". 

In  paragraph  (iv),  penultimate  line,  alter  the  formula  number  to 
"(19A)". 

In  paragraph  (v),  line  3,  alter  the  formula  number  to  "(19A)". 


• 


February  1965 
STANDARDS  ASSOCrATION  OF  AUSTRALIA  ^     ' 

Incorporated  by  Royal  Chfl 


CORRIGEND/ 

to 

AMENDMENT  No.  5 

to 

AS  C116  —  1955  Ap. 

RUBBER  INSULATED  CABLES  AND  FLEXIBLE  CORDS 


Qause  10    CONSTRUCnON  OF  250- VOLT  FLEXIBLE  CORDS. 

(b)   Tough-nibber  or  PVC  Sheathed  Flexible  Cords  (Table  A-24). 
(ii)    Heavy-Duty  Type. 

B.  Screened  Type. 

In  the  third  paragraph  delete  "less"  and  substitute  "greater". 


STANDARDS  ASSOCIATION  OF  AUST.AUA 

„«,n»rat«l  by  Royol  CharHr         ^ 

AMENDMENT  No.  8 
to 

SAA  Approval  and  Test  Specification 

for 

aECnUC  DRV  SHAVERS  AND  HAIR  OJPrERS 

(AS  C125-1952  Ap.) 


Amendment  No.  8 
September  1965 


Where  the  appliance  i-^orr  ^/.^^fo^pe^K  4^^^^  ?:^.^. 

shall  be  applied  to  separate  samples  set  ana  opcr  ^^^^ 

''"^^^^^                 ,             ^  «f  the  .necification  on  1  October  1%5. 
This  amendment  forms  part  of  the  speciticanon  o 


Amendment  No.  7 
STANDARDS  ASSOCIATION  OF  AUSTRALIA  ^P^^'"^^'^  1^65 

rncerporated   by   Royal   Charter 

AMENDMENT  No.  7 

to  '^ 

SAA  Approval  and  Test  Specification  1       2  -  DEC  -  8 

'"'■                                            Copy  ■__  iqRR 
ELECTRIC  FLOOR-POLISHERS  '^i-^==Ji!Hi. 

(AS  C157.1956  Ap.) 

the  amendmenf  s&bi^fseS  Z'l^i  i^'^^^^rt^S^f^'^^  ^°"°-= 

Clause  14,  Switches.  " 

/«c/«rfe  a  new  paragraph  as  follows: 

except  '^"req^te^XTverTn^/at^"^  '";'?  "^  "^^  "^  "^^"^^J      ^«-- 
Oau^  3.8  of  ASClS)  Ap         '^  ''^"^''^   '°  accordance  with       No.  7 


This  amendment  fonns  part  of  the  specificaHon  on  1  October  19*5. 


Sept. 


Amendment  No.  3 
September  1965 
STANDARDS  ASSOCIATION  OF  AUSTRAJJA  

Incorporated   by   Royal   Charter  j 

\  f 

AMENDMENT  No.  3  2  -  DEC  "  8 

to  [Copy  — 1965_j 

SAA  Approval  and  Test  Specification 

for 

DOMESTIC  ELECTRIC  FOOD  MIXERS 

(AS  C162-1960  Ap.) 


The  1960  edition  of  AS  C162  Ap.  which  was  previously  amended  in 
1963  and  1965  is  further  amendal  as  follows;  the  amendment  should 
be  inserted  at  the  appropriate  place. 

Clause  13,  Switches  or  Control  Devices. 

Add  the  following  paragraph: 

The  "on"  and  "oflp"  positions  of  any  manually  operated  switch  need  amdt. 
not  be  marked  except  as  required  for  lever  operated  switches  ih  accord-  ^o.  3 
ance  with  Qause  3.8  of  AS  CI 00  Ap.  f,^,' 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


/-  rsf 
,573^5 

STANDARDS  ASSOCIATION  ftr  ^^'dment  No.  i 

'-corpo^H-  .V"5:f^,,?^,'*"STRALlA         ^Ptember  ms 


AMENDMENT  No. 


\ 
\ 


SAA  Approval  Jt«,  SpecificaHon       U^ 
for 

==========____^J^appropnate  places  '    ^  amend- 

™gota,.i   "■'SO'™"   f™    U«  h„ 

"*  •"»ndm«„  ,„^  "^^   '""   »*"'■'"'-   "10      A„„ 


Amdt. 
No.  I 

Sept. 


)(-Tef 

Amendmait  No.  1 
STANDARDS  ASSOCIATION  OF  AUSTRALIA  ^P^^^  '965 

Incorporated  by  Royal  Chortar 

AMENDMENT  No.  1 

to  1 

SAA  Approval  and  Test  Specl^H(§  "  '^EC  -  8 

for  I  Copy  — J9g^ 

PLUG  SOCKET  ADAPTORS 
(AS  C122.1964  Ap.) 

CtaB.  11,  M«I,<KI  Of  E«,y  ™d  Cort  A«a««^  ,„  HexlblT^ 

Delete  the  second  and  third  sentenrp^  of  th-  «,  ♦ 

.hW  paragraph.  a«d  >.serA^S^,^ ^^  ^l.^^SS^"^  """ 

with  the  appropriate  te?t  tiS  •"■  "^  """  """Ply 

Tbh  «n«,dme,t  fo™,  pa„  „f  a,  ^iae,^^  „„  ,  ^^  ^^ 


Amdt. 
No.  1 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 


Amendment  No.  9 
September  1965 


Incorporated   by   Roya!   Charter 


AMENDMENT  No.  9 

to 


SAA  Approval  and  Test  Spccifi|catioS  ~  DtC  "  b 

[  Copy  - 


for 


1965 


PORTABLE  LAMP  STANDARDS  AND  BRACKETS 
(AS  C128-1948  Ap.) 


The  1947  edition  of  AS  C128  Ap.  which  was  amended  and  redated  in 
1948,  and  amended  in  1958,  1959,  1960.  1961.  1962  1963  and  1965 
is  further  amended  as  follows;  the  amendments  should  be  inserted  at 
the  appropriate  places. 


Clause  9,  Switches. 

Delete  existing  clause  and  substitute: 

9  SWITCHES.  Any  manually  operated  switch  incorporated  in  a 
portable  lighting  fitting  shall  open  both  live  conductors  and  shall  comply 
with  the  relevant  requirements  of  AS  CI  33  Ap..  Air-break  Switches, 
the  rating  of  the  switch  being  taken  as  the  rating  of  the  lamps  con- 
trolled as  in  Clause  12(e). 

Switches  shall  be  suitably  located  and  securely  attached  to  the  light- 
ing fitting  in  such  a  manner  as  will  prevent  rotation  or  movement  ot 
the  switch  body  in  normal  use. 

The  "on"  and  "off"  positions  of  manually  operated  switches  need 
not  be  marked  except  as  required  for  lever  operated  switches  in  accord- 
ance with  Qause  3.8  of  AS  ClOO  Ap. 

Any  automatic  starter  switches  in  fittings  of  the  fluorescent  type 
shall  be  mounted  so  that  they  may  be  replaced  without  exposing  bve 
parts  other  than  contacts  of  the  starter  switch  socket. 
This  amendment  fonns  part  of  the  specification  on  1  October  1965. 


Oause  12(f),  Tests— Testing  of  Switch. 

Delete  this  sub-clause. 

fhis  amendment  forms  part  of  the  specification  on  1  October  1965. 


Amdt. 
No.  9 

Sept. 

1965 


Amdt. 
No.  9 
Sept. 
196S 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

licerporatad  by  ReyQl  Ckartar 


Amendment  No.  6 
September  1965 


AMENDMENT  No.  6 

to 

SAA  Approval  and  Test  Specification 

for 

PORTABLE  ELECTRIC  DRILLS 

(AS  C160-1959  Ap.) 

The  1959  edition  of  AS  CI  60  Ap.  which  was  jweviously  amended  in 
1961.  1962.  1963.  1964,  1965  is  further  amended  as  follows:  the  amend- 
ments should  be  inserted  at  the  appropriate  places. 


Clause  7,  Electric  Drills  with  Earthing  Facilities. 

In  the  last  paragraph  (as  included  by  Amendment  No.  3,  March  1963),      amdt. 
delete  the  word  "contart"  from  the  first  line  and  substitute  "terminal"       ^°-  * 

Sept. 

This  amendment  forms  part  of  the  specification  on  1  October  1965.  "*' 


Qause  8,  Electric  Drills  with  Double  Insulation. 

Add  the  following  paragraph: 

Openings  for  ventilation  in  external  metal  parts  shall  not  present  amdt. 
direct  access  to  the  interior  of  the  drill  where  internal  live  parts  are  No. « 
not  adequately  protected  by  baffles  or  a  suitable  labyrinth.  Sept. 

This  amendment  forms  part  of  the  specification  on  1  April  1967. 


Clause  16  (e),  Tests— Test  of  Earthing  Fadlities. 

Delete  the  words  "earth  pin  of  the  plug"  and  substitute  "earthing 
terminal  of  the  drill".  * 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Amdt. 
No.  < 
Sept. 
1965 


• 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 


Amendment  No.  7 
September  1965 


Incorporated   by   Royal   Charter 


AMENDMENT  No.  7 

to 

SAA  Approval  and  Test  Specification 

for 

VACUUM  CLEANERS 
(AS  C153-1951  Ap.) 

7?ik^?«lw'*'°"x°!.^^  ^^^^  ^P-  '^^'^^  was  previously  amended  in 
1959.  1961  (twice)  1962,  1963  and  1965  is  further  amended  as  follows- 
the  amendments  should  be  inserted  at  the  appropriate  places. 

Clause  12,  Switches. 

dean*S-"^^^^  Paragraph  delete  the  words  "in  the  body  of  the  vacuum 
Include  a  new  paragraph  as  follows: 

The  "on"  and  "off"  positions  of  any  switch  need  not  be  marked 
Se  3%TAtcmX^  "^"^"^  ^"'^'^•^^  '"  '"^''^''^  -^"^ 
This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Clause  15(c),  Tests— Cord  Anchorage. 

Delete  existing  sub-clause  and  substitute  the  following: 

(c)  Cord  Anchorage.  Anchorage  of  flexible  cord  shall  be  tested  in 
accordance  with  the  relevant  requirements  of  AS  ClOO  Ap.  and  shaS 
comply  with  the  requirements  thereof. 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Amdt. 
No.  7 
Sept. 
196S 


Amdt. 
No.  7 
Sept. 
1965 


• 


\ 


y-TSf 

Amendment  No.  5 

, ---S^OTiBw  1965 

STANDARDS  ASSOCIATION  OF  AUSTI>AUA_    ^^  _  g    ' 

'--n^l^'^       I  r.ntv 1965 

AMENDMENT  No.  5  I '^ 

to 

SAA  Approval  and  Test  Spedficafion 

for 

DOMECTIC  ELECTRIC  WASHING  MACHINES 

(AS  C163-1960  Ap.) 

Clause  15.  Switches. 

Delete  the  second  paragraph  and  substitute: 

Any  s»,.ch  8.«d  ,o  a  "f  ^"8  ™chLne  ij^ad^ion,'o  'he  ^^S," 
?S5  ?rfi'°ri:S^'»«°  fo  £=  St.'n,ach.ne.  sha„ 
Tn^rwrrr-an  ■jr.posU.on  shaU  have  «h  posi.X. 

thermostat  controlling  the  element. 

This  amendment  forms  part  of  th^spedfi^tion^n^^OctobermS^ 

^,ause^)TTerf*^''P«^«  Materials  and  Insulation  to  Excessive 
Temperature. 

Delete  the  last  paragraph  of  item  (i)  (as  included  by  Amendment  No.  3. 
June  1964)  and  substitute: 

.ra^nrei^^-fiSfpiroS^re^S^ne-ffieS^^^^ 

of  operation,  as  appropriate. 

This  an.endmen.  fonns  pM  ..I  the  spedgcaHo..  .■  1  Octol»  mS. 


1 


AmdT. 
No.  I 
Sept. 
1965 


Amdt. 
No.  5 
Sept. 
19(1 


\  \  ■  ^-^^h  , 

'  Amendment  No.  3 

STANDARDS  ASSOCIATION  OF  AUSTRALIA  ^P^^^  1965 

,  IncorperoHd   by   Royal  Ckortar 

AMENDMENT  No.  3 

to 

SAA  Approval  and  Test  Specific^on 

for 


'2 -DEC -8 

NORMAL  BAYONET  LAMPHOLDER  JdaKuhs^-JJS, 
(AS  C119.1951  Ap.) 

??S)  a'nd  ^^  funt?rZ^S^l  was  previously  amended  in 
be  inserted  at  the  appropriate^aS      ''"'^  '^'  amendments  should 


Qause  9,  Switches. 

Delete  existing  clause  and  substitute: 

^^9.^^WITCHES.   Any  switch  incorporated  in  the  lampholder  adaptor      Amo. 

No.  5 

(i)  open  all  live  conductors  of  the  outlet  it  controls.  m" 

^"^  S^hS^es"''  ''^  "'^^^"^  requirements  of  AS  C133  Ap..  Air-break 
(iii)  not  be  of  the  rotary,  chain  or  cord  pull  type 
ind'S'bly  m'arS  "^"  ""^'^'""^  °^  '^'  '^'^'^^  «hall  be  legibly  and 
This^endment  ^rms  part  of  the  specification  on  1  October  1965. 

aause  12(d),  Tests— Testing^Ts^^tch!         ' 

Delete  this  sub-clause 

Amdt. 

This  amendment  forms  part  of  the  specification  on  1  October  1965  ^"- 

' ■ . . *  196f 


STANDARDS  ASSCX:iATION  OF  AUSTRALIA 

Incorporated   by   Royal   Charter 


Amendment  No.  1 
September  1965 


AMENDMENT  No.  1 

to 

SAA  Approval  and  Test  SpecificaHoj 

for 

CORD  EXTENSION  SOCKETS 
(AS  C120-1964  Ap.) 


2  -  DEC  -  8 
Copy 1965 


The  1964  edition  of  AS  C120  Ap.  is  amended  as  follows;  the  amend- 
ment should  be  inserted  at  the  appropriate  place. ^^^ 

Clause  21,  Tests— New  Sub-clause  21.11. 

Include  a  new  sub-clause  21.11  as  follows: 

21 11  Test  for  the  Fixing  of  Contacts  in  ResUient  or  Thermoplastic 
rorrfFitenrion  Sockets.  A  separate  sample  of  any  cord  extension 
Sfet  rJaTe  of  rSS  or  thenSoplastic  material  shall,  be  h^ted  to  a 
tem^raTure  o?50^'T3°C  for  1  hour  and  shall  be  mamtamed  at  that 
temperature  during  this  test. 

The  socket  shall  be  held  firmly  in  a  manner  such  that  there  will  be 
no  undu?SueeSng  or  distortion  of  the  body  of  the  socket  and  a^^^^e 
bop  shaU^e  connected  to  each  contact.  A  steady  pull  shall  then  be 
aSiS^  to  each  contact  in  turn  in  the  direction  in  which  a  plug  p^n 
Sd  move  during  normal  insertion.  The  pull  applied  shall  be 
riasTstLdily  o'ver  a  period  of  ^^  seconds  to  a  force  of  B  1^^^^^^^^^^^ 
shall  be  held  at  this  va  ue  for  a  period  of  10  minutes.  Ihe  attacnmem 
of  contacts  shall  be  deemed  inadequate  if  there  is  a  displacement  of 
fnv  contact  of  more  than  ^^  inch  during  this  test,  or  .  any  contac 
?al  to  rSrn  tHs  originafposition  within  5  minutes  of  the  removal 

of  the  test  load. 

For  sockets  moulded  integrally  with  a  flexible  cord    any  sheathing 
shaUbe^emovS  where  it  leaves  the  socket  and  the  force  applied  to 
each  conductor  in  turn. 
This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Amdt. 

No.  1 
Sept. 
1965 


STANDARDS  ASSOCIATION  OF  AUSTR 

Incorporated   by   Royol   Charter 


Amendment  No.  1 
September  1965 

46>S 


AMENDMENT  No.  1 

to 
SAA  Approval  and  Test  Specification 

£ 

QUICK  CONNECT  TAB  AND^RECEPTACLE  CONNECTORS 

(AS  C169-1964  Ap.) 

men?f  ^l^yf'^"^  °^  ^  ^^^\  ^P"  '^  amended  as  follows;  the  amend- 
ments should  be  mserted  at  the  appropriate  places. 


Clause  1,  Scope. 

Add  the  following  note  to  the  clause: 

NOTE.    This  specification   is  intended  to  apply  only  to  those  connectors 
having  a  nominal  shape  and  dimensions  as  referred  to  herein  TTs  not 
imen(red  to  predude  the  development  of  other  simHa    coSors    e  g    o 
circular  form.    However,  it  is  expected  that  the  types  covered  herein  wn 
be  used  in  the  majority  of  appliances  and  equipment  coveredTy  the  Lpprova 
and  test  specifications   issued   under   Part   II   of  the   SAA   Wrine   Rules 

TaCt^erl"'^"   -H™^"^  1°""f»°^  '"  'hose  appliances  an^e|ui5meni 
IS  a  matter  for  consideration  by  the  Approvals  Authorities  concerned. 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Table  1,  Dimensions  of  Connector  Tabs. 

In  the  4th  column,  add  "miii."  under  Dimension  C.  and  delete  the 

'^^i^!^'^^Ji'4tf^'^^:^'e^'  ^"'  '''  ^"'^  ^"^^"-^"'^ 

Delete  "min."  from  Dimension  E  and  delete  the  existing  dimensions. 
Include  the  following  note  as  applied  to  Dimension  E: 

m?n!?'to^a°  sCiHer*"rr'L°"'  ""'^ -T^'^^^  ^"^  ^  and  alternative  arrange- 
ments to  a  shoulder  may   be  provided  in  accordance  with  Clause  8. 

Alter  the  tolerances  applying  to  Dimension  F  to  "+0.010  in  each  case 

—0.003" 
This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Amdt. 
No.  1 
Sept. 
1965 


Amdt. 
No.  1 
Sept. 
1965 


• 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated    by    Royal    Charter 


Amendment  No.  2 
August  1965 


AMENDMENT  No.  2 
to 

AS  093— 1964 


2 -DEC -8    1 
Copy  -^^  1965  I 


UNSEASONED  CYPRESS  PINE  MILLED  WEATHERBOARDS 
(CHAMFERBOARDS) 


Page  18.  Clause  8.2,  Machining  Defects. 

(iv)    Torn  grain.  Delete  existing  requiremeht  (Amendment  No.  1)  and 
substitute: 

(iv)   Torn  i>niin: 

(a)  Not  exceedina  1/64  inch  deep— provided  the  area  of  face  so 
affected  does  "not  exceed  25  per  cent  of  the  face  of  the  board; 

(b)  Exceeding  1/64  inch  deep  but  not  exceeding  1/16  inch  deep 
— provided  individual  occurrences  are  spaced  hot  less  than  3 
ft  apart  and  do  not  exceed  3  sq  in  in  area;  and  provided  also 
that  not  more  than  10  per  cent  of  the  boards  in  a  parcel  are 
so  affected  on  the  face. 


Page  27.  B2,  Profile  for  Weatherboard  (Chamferboard). 

Add  the  following: 

The  nosing  on  boards  of  rusticated  profile  shall  be  rounded  to  a 
radius  (rf  3/16  inch  approximately. 

The  nosing  on  boards  of  checked  and  chamfered  profile  may  be 
rounded  to  a  radius  of  i  inch  approximately  or  be  arrissed,  at  the 
option  of  the  purchaser. 

The  nosing  on  boards  of  log  cabin  profile  may  be  arrissed  at  the 
option  of  the  purchaser. 


Amdt. 
No.  2 
Aug. 
I96f 


Amdt. 
No.  2 
Aug. 
I9«S 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

IncerporoHd  by  Royal  Charter 


X-rs'j 

Amendment  No.  8 
September  1965 


AMENDMENT  No.  8 

to 

SAA  Approval  and  Test  Speci 

for 

ELECTRIC  INSPECnON  HAN 

(AS  C118-1957  Ap.) 


The  1957  edition  of  AS  CI  18  which  was  previously  amended  in  1959, 
1960.  1961,  1962  (twice),  1963,  and  1964  is  further  amended  as  follows; 
the  amendments  should  be  inserted  at  the  appropriate  places 


Clause  llA,  Switches. 

Delete  existing  clause  atid  substitute: 

llA.  SWITCHES.  Any  switch  incorporated  in  a  hand-lamp  shall 
open  all  Hve  conductors  and  shall  comply  with  the  relevant  requirements 
of  AS  C133  Ap.,  Air-break  Switches.  The  rating  of  such  switch  shall 
be  not  less  than  3  amperes. 

The  switch  shall  be  fixed  within  the  handle  dt  the  hand-lamp  or 
adjacent  thereto  so  that  it  is  protected,  by  virtue  of  its  position  or  by 
suitable  shielding,  from  coming  into  contact  with  any  flat  surface  on 
which  the  hand-lamp  is  placed. 

The  "on"  and  "off"  positions  of  the  switch  shall  be  legibly  and 
indehbly  marked. 

This  amendment  forms  part  of  the  specification  on  1  Octob»  1965. 


Clause  15(d),  Tests— Testing  of  Switch. 

Delete  this  sub-clause. 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Amdt. 
No.  8 
Sept. 
1965 


Amdt. 
No.  8 
Sept. 
1965 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

■■corperatcd  by  Royal  Charter 


Amendment  No.  4 
September  1965 


AMENDMENT  No.  4 

to 

SAA  Approyal  and  Test  SpedficaHoli 

for 

BUSWAYS 

(AS  051-1960  Ap.) 


Amdt. 

No.  4 
Sept. 
196S 


TJe  1960  «iition  of  AS  C151  Ap.,  which  was  previously  amended  in 

IhiJ'^^  ^"iJ^^  ^  ^"'■^*''^'"  ^"^n'J"!  as  follows;  the  aiSments 
should  be  inserted  at  the  appropriate  places.  -'"cnumenis 

Claiue  5(a),  Enclosures— General! 

Add  a  new  paragraph  as  follows: 
Any  insulating  linings  of  the  busway  enclosure  which  are  relied  umn 

o  preverit  contact  between  busbars  and  exposed  met^    partf  unS 
??  Tf'l!^"^  '^'1  ^^^^  a'l^l^ate  mechaniSland  eS  riSl  str^Bt^ 
and  shall  be  securely  fixed  in  position.   Insulating  materials  suTas 
fibre,  presspahn    and  leatheroid  shall  be  not  less  Uian  0025  in  Sck 
Thimia-  materials  or  combination  of  materials  havL  the  r^uishe 
charactenstK^  may  be  accepted  by  the  Approvals  Authority  egTS 
IMhn  in  combination  with  a  layer  of  polySter  film,  but  in  no  cfse  shl^ 
the  overall  thickness  be  less  than  0.010  in.  nor  shall  the  thickLs  of 
any  layer  of  polyester  fihn  or  the  like  be  less  than  0.002  in 
This  amendment  forms  part  of  the  spedficaHon  on  1  October  1965. 
Clause  5(d),  Enclosures— Trolley^nclosure!  ~~  " 

^rf^the  following  to  the  end  of  the  second  sentence  of  the  first  para- 

and  the  distance  from  the  exterior  of  the  slot  to  live  parts  within      . 
the  enclosure  shall  be  not  less  than  the  width  of  the  s£  no"' 

This  amendment  forms  part  of  the  specificaHon  on  1  October  1965.  ^"^ 

~ _^^^  *  1965 

Qause  14(c),  Tests— Test  of  Short-circuit  Capacity 

Swfan5'"no^S.TndS.^^;S.^^""'^  ^'^^•'''  ^"^  ^'^  accompanying 

''  ex^^ed'-mt;,  'XS^'Z  ^'  ^^  '^^^  '"  «  ^'^^ 

^'"^  ixS  mil  ^n""^  ^^"^  ''^''"^^  "'•  ''^t^^"  busbars  and 
exposed  metal  farts  are  permanently  reduced  to  a  value  less  than 
75  per  cent  of  the  original  clearances. 

NOTTE.       Requirements      for     minimum      static     clearance.,     ^r^     ,.  ^ 
consideration.  iKiirc     clearances     are     under 

This  amendment  forms  part  of  the  specifJcaHon  on  1  October  1965. 


Amdt. 

No.  4 
Sept. 
19«5 


Amendment  No.  3 
September  1965 
STANDARDS  ASSOCIATION  OP  AUSTRALIA 

Incorperatad  by   Royal   CharHr 


AMENDMENT  No.  3 


to  i     2  -  DEC  -  8 

SAA  Approval  and  Test  Specificat^tCogV 
for 
EDISON-TYPE  SCREW  LAMPHOLDERS 
(AS  C140-1960  Ap.) 


The  1960  edition  of  AS  C140  Ap..  which  was  previously  amended  in 
1962  and  1963  is  further  amended  as  follows;  the  amendments  should 
be  inserted  at  the  appropriate  places. 


Amdt. 


Oause  10,  Switch  Lampholders. 

Delete  existing  clause  and  substitute: 

10.  SWITCH  LAMPHOLDERS,  Any  switch  incorporated  in  the  lamp-      

holder  shall —  No.  j 

Sept. 

(i)  open  all  hve  conductors,  •'«' 

(ii)  comply  with  the  relevant  requirements  of  AS  CI  33  Ap.,  Air-break 
Switches, 

(iii)  not  be  of  the  rotary,  chain  or  cord  pull  type,  for  cord  grip  lamp- 
holders. 

In  an  all-insulated  lampholder  containing  a  switch  operated  by  a 
metal  chain,  such  chain  shall,  in  addition  to  any  insulation  supplied 
on  the  internal  mechanism,  be  provided  with  a  link  or  links  of  insulating 
material  connected  as  closely  as  possible  to  the  point  where  the  chain 
emerges  from  the  body,  so  that  the  link  remains  outside  the  body  in 
all  normal  positions  of  the  chain. 

This  amendment  fonn.s  part  of  the  specification  on  1  October  1965. 


Clause  12,  Marking. 

Add  new  item  (iii)  as  follows: 

(iii)  Active  and  neutral  terminals  shall  be  marked  as  such  ("A"  and  "N"      amdt. 
respectively  is  acceptable).  No.  j 

Sfpt. 

This  amendment  forms  part  of  the  specification  on  1  April  1966.  "«' 


Amendment  No.  2 
JSeotfinibcr  1965 
STANDARDS  ASSOCIATION  OF  AUSTRALIA 

lieorporated  by  Royal   Charter   j  2*nFP    —    D 

AMENDMENT  No.  2  I   CoPY ^^l.Qfi.tj 

to 

SAA  Approval  and  Test  Spedficatioii 

for 

DEFINITIONS  AND  GENERAL  REQUIREMENTS  FOR 

ELECTRICAL  MATERIALS  AND  EQUIPMENT 

(AS  ClOO— 1964  Ap.) 

The  1964  edition  of  AS  ClOO  Ap.  which  was  previously  amended  in 
1965  is  further  amended  as  follows;  the  amendments  should  be  inserted 
at  the  appropriate  places. 

Clause  3.8,  Switches. 

Add  the  following  paragraph: 

No  switch  shall  be  mounted  in  a  position  or  marked  in  such  a  Ambt. 
manner  as  to  incorrectly  indicate  its  "on"  or  "off"  position.  The  "on"  No^z 
and  "off"  positions  of  any  lever-operated  switch  shall  be  legibly  and 
indelibly  marked  "on"  and  "df"  if  the  switch  is  so  mounted  that  it  is 
"on"  when  the  lever  is  in  the  raised  position.  The  "on"  and  "off" 
markings  shall  be  visible  when  the  switch  is  in  the  "on"  and  "off" 
positions,  respectively. 

Iliis  amendment  forms  part  of  the  specification  on  1  October  1965. 

Oause  43.2,  Design  and  Construction  of  Terminals. 

Include  the  following  note  to  the  first  paragraph: 

NOTE.    For   equipment   which   will    be   subjected   to   severe   vibration    in  Amdt. 

service,  e.g.   a  percussion   tool,   it   is  generally   necessary   for  special   pre-  No.  2 

cautions  to  be  taken  to  ensure  that  the  connections  made  to  the  terminals  Sxpt. 

will   not   slacken   off   under   normal   conditions   of   use.     Devices   such   as  !'<' 
self-locking    nuts,    self-clamping    tenninals,    spring    washers    or    re-usable 
locking  compounds  are  acceptable  for  the  purpose. 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Sbtt. 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by   Royal   Charter 


Amendment  No.  lU 
September  1965 


AMENDMENT  No.  10 

to 

SAA  Approval  and  Test  Specification 

for 

ELECTRIC  BREAD  TOASTERS 

(AS  ClOl-1955  Ap.) 


2  -DEC -8 

Copy— -^jgg^ 


The  1940  edition  erf  AS  ClOl  Ap.  which  was  amended  and  redated 
in  1947.  1948.  1950  and  1955  and  amended  in  1955.  1956.  1958.  1962 
and  1965  is  further  amended  as  follows;  the  amendments  should  be 
inserted  at  the  appropriate  places. 


Qause  4,  Safeguarding  of  Elements. 

Amend  the  title  of  the  clause  to  read: 
Live  Parts" . 


'Saf^uarding  of  Elements  and 


Delete  existing  first  sentence  of  sub-clause  (a),  Vertical  Elements  and 
substitute: 

Vertical  elements  shall  be  provided  with  guards  in  the  form  of  wires 
spaced  not  more  than  IJ  in  apart  throughout  the  length  of  the  element 
or  such  other  arrangement  of  metal  shielding  which  in  the  opinion  erf 
the  Approvals  Authority  will  provide  at  least  an  equivalent  d^ree  of 
safeguarding.   Where  wires  are  used  they  shall  be— 

(i)  for  automatic  toasters  which  are  enclosed  except  for  the  apertures 
into  which  the  toast  is  inserted— not  smaller  than  20  SWG  or  such 
smaller  size  acceptable  to  the  Approvals  Authority  having  regard 
to  the  design  and  method  of  use  of  the  toaster; 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 

Oause  4 — New  Sub-clause  (e). 

Add  the  following  new  sub-clause  (e)  to  Qause  4: 

(e)  Crumb  Trays.  Crumb  trays  of  automatic  toasters  shall  comply 

with  the  following  requirements: 

(i)  With  the  crumb  tray  open  it  shall  not  be  possible  to  touch  live  parts 
with  the  standard  test  finger,  except  those  parts  which  are  controlled 
by  means  of  a  double-pole  automatic  switch. 

(ii)  Any  crumb  tray  which,  when  opened,  permits  access  by  means 
of  the  standard  test  finger  to  live  parts  controlled  through  a  double- 
pole  automatic  switch,  shall  be  hinged  or  otherwise  permanently 
secured  to  the  toaster. 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Amdt. 

No.  10 

Sept. 

1365 


Amdt. 
No.  10 

Sept. 

19<I 


Price:  II-  (10c) 


,  57^  P 
Amendment  No.  2 
September  1965 
STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by   Royal   Charter 


AMENDMENT  No.  2 

to 

SAA  Approval  and  Test  Specificatljvi    2  "  DEC 

for 

PLUGS  AND  PLUG  SOCKETS 

(AS  C112.1964  Ap.) 


The  1964  edition  of  AS  CI  12  Ap.  which  was  previously  amended  in 
1965  is  further  amended  as  follows;  the  amendments  should  be  inserted 
at  the  appropriate  places. 


9<5 


Clause  2.L2,  Construction  of  Terminals. 

Add  the  following  paragraph: 

Facilities  shall  be  provided  to  prevent  slipping  or  spreading  erf  the      amdt 

conductors  or  conductor  strands.   Where  the  facilities  are  such  that  the      No.  2 

conductor  is  to  be  located  around  the  shank  (rf  the  terminal  screw  and      ^^^ 

clamped  under  the  screw  head,  the  following  requirements  shall  apply: 

(i)  the  clearance  between  the  head  of  the  screw  and  the  means  of 

retention  of  the  conductor  shall  not  exceed  0.015  in; 
(ii)  the  terminal  screw  shall  be  of  sufficient  length  to  enable  it  to  be 

backed  off  sufficiently  from  the  means  of  retention  so  that  the 

conductor  may  be  located  around  the  shank  without  difficulty; 
(ill)  where  the  means  of  retention  is  not  continuous,  e.g.  prongs,  there 

shall  be  at  least  three  points  of  retention  and  the  maximum  angle 

between  any  two  points  shall  not  exceed  150°; 
(iv)  where  the  means  of  retention  is  continuous,  e.g.  portion  of  the 

insulating  moulding,  the  angle  subtended  by  the  arc  of  the  means 

of  retention  shall  be  not  less  than  180°. 

This  amendment  forms  part  of  the  specification  on  1  October  1966. 


Clause  2.6,  Method  Of  Entry  And  Cord  Anchorage  For  Flexible  Cord. 

Delete  existing  second  paragraph  and  substitute: 

The  plug  shall  incorporate  facilities  for  anchorage  of  the  flexible      amdt. 
cord  in  accordance  with  the  requirements  of  AS  ClOO  Ap  No.  2 

Sept. 

This  amendment  forms  part  of  the  specification  on  1  October  1965.  "«' 


Amendment  No.  8 
September  1965 
STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorperafcd  by  Royal  Ckartor 


AMENDMENT  No.  8 
to 
SAA  Approval  and  Test  Specifii 
for 

BAYONET  LAMPHOLDERS 
(AS  C117-1955  Ap.) 


The  1939  edition  of  AS  CI  17  Ap.  which  was  amended  and  redated 
in  1947.  1950  and  1955  and  amended  in  1960,  1962,  1963  and  1964 
is  further  amended  as  follows;  the  amendments  should  be  inserted  at 
the  appropriate  places. 


Qause  7,  Materials. 

Add  the  following  to  the  third  paragraph: 

.  .  except  that  for  lampholders  intended  to  withstand  temperatures  in  amdt 
excess  of  140°C  on  insulating  mouldings,  any  springs  used  in  the  ""  • 
construction  of  the  contacts  shall  be  of  stainless  steel. 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


No.  8 
Seft. 

1965 


Oaase  9,  Switch  Lampholders. 

Delete  existing  clause  and  substitute: 

9.  SWITCH  LAMPHOLDERS.  Any  switch  incorporated  in  the  lamp-      amdt. 
holder  shaU—  No.  8 

Sept. 

(i)  open  all  live  conductors,  ises 

(ii)  comply  with  the  relevant  requirements  of  AS  CI  33  Ap.,  Air-break 

Switches, 
(iii)  not  be  of  the  rotary,  chain  or  cord  pull  type,  for  cord  grip  lamp- 
holders. 
In  an  all-insulated  lampholder  containing  a  switch  operated  by  a 
metal  chain,  such  chain  shall,  in  addition  to  any  insulation  supplied 
on  the  internal  mechanism,  be  provided  with  a  link  or  links  of  insulating 
material  connected  as  closely  as  possible  to  the  point  where  the  chain 
emerges  from  the  body  so  that  the  links  remain  outside  the  body  in  all 
normal  positions  of  the  chain. 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Price:  11-  (lOc) 


STANDARDS  ASSOCrATION  OF  AUSTRALIA 

Incorporated   by   Royal   Charter 


Amendment  No.  2 
August  1965 


AMENDMENT  No.  2 
to 

AS  A35— 1957 


2  -  DEC  -  8 

PRECAST  CONCRETE  DRAIN Ack  ^/fftS  1%5 


Page  S.  Clause  7,  Workmanship  and  Finish. 
Delete  existing  3rd  paragraph  and  substitute: 


Pipes  shall  be  free  from  fractures  and  cracks  wider  than  0.004  inch, 
and  from  other  defects  resulting  from  faulty  materials  or  faulty  methods 
of  manufacture. 


Appendix  A— RECOMMENDED  TYPES  OF  JOINT. 

Page  11.     Fig.  A-1.     Recommended  Proportions  for  So<±ets. 

Insert  "X"  and  "Y"  on  this  figure  (Amendment  No.  1,  February  1961). 
as  indicated  in  the  following  sketch: 


Page  11.    A-3.   Rebated  Joint. 

Delete  existing  2nd  sentence  and  substitute: 

If  the  pipe  has  an  outer  circular  reinforcing  grid,  the  grid  should  be 
extended  into  the  length  of  the  joint. 


Amdt. 

No.  2 
Aug. 
I96S 


Amdt. 
No.  2 
Aug. 
196S 


Amdt. 
No.  2 

Aug. 

196S 


Price:  1/-  (lOc) 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by    Royal    Charter 


Amendment  No.  1 
August  1965 


AMENDMENT  No.  1 

to 

AS  CC9— 1965 

MAINTENANCE  OF  ELECTRICAL  SWitCHGESR 


2  -DEC -8 
Copy 1965 


prior'^^^^^JS^p^e'?"""^"^  ^^^"  ^  ^^*  it  may  be  «ad 

PREFACE 

The  endorsement  of  British  Standard  Code  of  Practice  CP  inn8-lQ«;« 

Page  7,  last  paragraph 
Page  8.  second,  third  and  fourth  paragraphs 
Page  9.  Qause  202,  Responsibility-4th  line,  first  paragraph 
Page  14.  Qause  213.  First  Aid— Footnote 
Page  26.  Sub-clause  14,  Tank-lifting  Mechanism-last  line 
Page  31.  Qause  807.  Lifting  Devices— Note. 
Certain  British  standards  referred  to  herpin  «r^  n„^^.  •      • 

'^.r^^-  ^"-^>-  sta?darirtSSe";;te:r3r 

nause  lOI.  Sa.pe.  third  paragraph-B.S.  162.  Electric  Power  Switch- 

aause  608.  ;^;'5,tenan^e  of  Switchgear  Oil  (Low  Viscosity).  Sub-clause 
and  Schge2-^'~^-^''''  '"^"'^''"^  ^.I  for  Transformer^ 


Clause  504,  Routine  Inspection  and  Maintenance. 

Add  at  the  end  of  the  second  paragraph- 


AUJT. 

Amdt. 

No.  1 
Aug. 
19«J 


AUST. 

Amdt. 

No.  I 
Aug. 
196S 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

lncorp«ral«d   by   Royal   Charter 


Amendment  No.  2 
September  1965 


AMENDMENT  No.  2 

to 

SAA  Approval  and  Test  Specification 

for 

DOMESTIC  ELECTRIC  COOKING  APPLIANCES 

(AS  C172-1963  Ap.) 


The  1963  edition  of  AS  C172  Ap.  which  was  previously  amended  in 
1965,  is  further  amended  as  follows;  the  amendments  should  be  inserted 
at  the  appropriate  places. 


Qause  5.2,  Appliances  Intended  For  Connection  By  Flexible  Cord. 

Delete  existing  second  paragraph  of  item  (i)  and  substitute: 

The  inlet  socket  shall  be  so  arranged  that  the  temperature  of  the 
appUance  plug  when  inserted  will  not  exceed  140°C  (284°F)  or  for 
Type  C  appHance  plugs  the  temperature  appropriate  for  the  insulating 
moulding  thereof,  under  the  conditions  specified  in  Qause  17.6.  In  no 
case  shall  the  temperature  of  the  flexible  cord  connected  to  the  appliance 
plug  exceed  the  limits  for  normal  grades  of  rubber  and  PVC  insulated 
flexible  cords  as  referred  to  in  Table  1  of  AS  CI  00  Ap. 

This  amendment  forms  part  of  the  specification  on  1  October  19<»5. 


Clanse  11.1,  Compliance  With  Specifications. 

Alter  title  to  read  "Compliance  with  Specifications,  and  Marking". 

Qualify  first  sentence  with  the  number  and  title  "11.1.1  Compliance". 

Qualify  the  second  sentence  and  notes  with  the  number  and  title  "11. 1.2 
Marking",  and  delete  the  words  "for  appliances  rated  at  more  than  10 
amperes"  from  the  beginning  of  the  sentence. 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Amdt. 

No.  2 
Sept. 
I96( 


Amdt. 

No.  2 
Sept. 
I9«5 


•574/5 


?•       ;^  Interpretation  No.  4 

February  1965 

STANDARDS  ASSOCIATION  OP  AUSTRALIA      O 

Ineorporattd  By  Kftyal  tnorWr 


;^N  «^v  i 


INTERPRETA 

SAA  BOILER  CODE 


«..  .115 


HOT  WATER  BOILERS  WITH  EXPANSION  VESSELS 


This  interpretation  is  issued  for  guidance  on  an  aspect  of  the  Code 
which  is  not  adequately  covered  by  the  present  edition.  This  form  of 
issue  has  been  adopted  to  avoid  extensive  or  premature  formal  amend- 
ments. The  interpretation  may  be  regarded  as  equivalent  to  an  amend- 
ment and  will  be  incorporated  in  the  Code  as  and  when  practicable. 

ENQUIRY.  What  fittings  and  inspection  faciUties  are  required  for  shell 
type  hot  water  boilers  of  the  completely  flooded  type  having  a  closed 
supply  and  return  water  system  and  a  separate  pressurized  expansion 
vessel? 

REPLY.  Committee  ME/1  considers  that  such  boilers  shall  comply 
with  the  requirements  of  AS  CBl,  Part  I — 1962  for  hot  water  boilers, 
except  that  the  fittings  and  inspection  facilities  shall  comply  with  the 
following  requirements: 

1.  Minimum  Requisite  Fittings.  These  hot  water  boilers  shall  be  pro- 
vided with  at  least  the  following  fittings  in  place  of  those  required  by 
Rule  4.10.1  of  AS  CBl.  Part  1—1962: 

(i)  Water  relief  valve  or  valves 

(ii)  Safety  valve  (fitted  to  the  expansion  vessel) 

(iii)  Water  gauge  (fitted  to  the  expansion  vessel)  " 

(iv)  Pressure  gauge 

(v)  Attachment  for  Inspector's  test  gauge 

(vi)  Thermometer 

(vii)  Inlet  and  outlet  stop  valves  and  isolating  valves 

(viii)  Drain  cock  or  valve 

(ix)  Low  water  device  (fitted  to  the  expansion  vessel)  (see  Paragraph 
10) 

(x)  Combustion  controls.  ■  ,.,, 

2.  Water  Relief  Valves. 

2.1  Number  of  Valves.  The  number  of  valves  shall  comply  with 
Rule  4.10.2.3  of  AS  CBl,  Part  1—1962. 

2.2  Type.  Relief  valves  shall  comply  with  the  requirements  of  AS 
B190  and  shall  be  capable  of  satisfactory  operation  when  relieving 
water  at  saturation  temperature  corresponding  to  the  set  pressure. 


February  1965 
STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by   Royal  Charter 


1 


CORRIGENDA  i      5,^^^^ 

AS  CA33— 1962        ^^—.;;^^M 
CONCRETE  PIPE  LAYING  DESIGN 

Page  9.  Fig.  3. 

Delete  the  rider  under  the  caption  to  Fig.  3  and  substitute: 

(Applicable  to  embankment  conditions  with  negative  projection 
and  with  imperfect  trench). 

Pages  14.  15,  21  and  22.  Appendices  Bl,  B2,  89  and  BIO. 

Descriptions 

In  Descriptions  Bl.l,  32. 1,  B9.1,  BlO.l,  reword  the  first  paragraph  in 
each  case  as  follows: 

"The  pipe  is  evenly  supported  on  a  continuous  concrete  cradle;  of         I 
monolithic  cross-section  if  unreinforced".  ' 

Reason:  Descriptions  Bl.l  and  B2.1   already  require  unreinforced  cradles  to  be 
of  monolithic  cross-section. 

Diagrams 

In  the  diagrams  on  pages  14,  15,  21  and  22,  delete  the  words  "continuous 
concrete  cradle"  and  substitute: 

"Continuous  concrete   cradle;   of  monolithic  cross-section  if  un- 
reinforced". 

Page  15.  Appendix  82. 

In  the  diagrams  delete  dimension  "^"  and  substitute  "XD". 

4 

Reason:  Table  B2.3  on  page   15  gives  values  for  "X    =    1/6"  as  well  as  for 
X  =    1  /4  . 

Page  31.  Example  6. 

In   the^  right-hand   column,   sixth   line,   delete   ".2832"   and   substitute 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incerperotad  by  Royal  Chartar 


Amendment  No.  1 
July  1965 


AMENDMENT  No.  1 

to 

AS  S3— 1%1 

CONTENTS  AND  DIMENSION 


I 


Copy :  195^ 


OF  INNER^PREVG  MATTRESSES  FOR  DOMESTIC  USE 


Page  8.    Clause  9,  QUANTITIES  OF  FILLING  MATERIALS. 

Delete  existing  clause  and  Table  4,  and  substitute: 

9.   QUANTITIES  OF  FILLING  MATERIALS. 

(a)   Weights.   The  weights  of  filling  materials  shall  be  not  less  than 
those  specified  in  Table  4. 
For  the  purpose  of  this  clause  and  Table  4— 
"Basic  filling"  means  the  filling  material  nearest  to  the  spring  centre 

unit; 
"Surface  filling"  means  the  soft  filling  material  between  the  basic 

filling  and  the  ticking  cover. 

TABLE  4 
MINIMUM  WEIGHT  OF  FILLING  MATERIALS 


Mattress  Width 

Weight  of 
Basic  Filling 

Weight  of 
Surface  Filling 

Total  Weight 
of  All  Filling 

lb 

lb 

lb 

2  ft  6  in 

14 

8 

22 

3  ft 

16 

10 

26 

3  ft  6  in 

18 

12 

30 

4  ft 

21 

14 

35 

4  ft  6  in 

24 

16 

40 

(b)  Basic  Filling.  If  the  basic  filling  is  not  in  pad  form,  the  spring 
centre  unit  shall  be  first  covered  with  hessian  of  weight  not  less  than 
7^  oz  per  square  yard. 

Where  the  basic  filling  is  in  the  form  of  a  pad,  the  weight  of  hessian 
may  be  included  in  the  weight  of  the  basic  filling. 

(c)  Use  of  Wire  Insulator.  Where  a  wire  insulator  complying  with 
Clause  10  is  used,  it  shall  fully  cover  the  unit  on  both  top  and  bottom 
surfaces.  Under  these  circumstances  the  weight  specified  in  Table  4 
may  be  reduced  by  10  per  cent. 

(d)  Use  of  Latex  or  Synthetic  Foam.  Latex  or  synthetic  foam  of 
the  minimum  thickness  specified  in  Qause  5  may  be  used  in  addition 
to  other  filUngs.  For  each  i  inch  over  the  minimum  thickness,  the  total 
weight  of  other  fillings  may  be  reduced  by  33i  per  cent. 


Amdt. 
No.  1 

July 
19«5 


SAA  Boiler  Code 

BOILERS  OTHER  THAN  WATER  TUBE  BOILERS  AND 

LOCOMOTIVE  BOILERS  FOR  RAILWAY  PURPOSES 

The  1962  edition  of  Part  I  of  the  SAA  BoUer  Code  which  was  amended 
by  Amendment  No.  1  of  October  1963,  Amendment  No.  2  of  February 
1964  and  Amendment  No.  3  of  February  1965  is  now  further  amended. 

Page  17.    Rule  3.2.1.2,  Single-welded  Butt  Joints. 

In  (ii)  add  the  following  to  the  first  sentence: 
".  .  .  and  the  backing  strip  is  removed  after  weldmg." 
Delete  last  sentence. 


Amdt.  No.  4 
Jaly  196S 


Page  19.    Rule  3.2.5.4,  Furnaces. 

Delete  existing  rule  (including  Amendment  No.  3)  and  substitute: 

The  attachment  of  furnaces  to  either  flat  or  flat  flanged  ends  or  tube  -*""''•  ^o- 
plates  shall  be  in 'accordance  with  one  of  the  methods  showTi  in  Fig      •'"""^° 
3.2.5  (a),  (b),  (c),  (e),  (f),  (g),  (h)  or  (i).  However,  method  (h)  shall  not  be 
used  where  the  ends  will  be  subject  to  flame  impingement. 

Page  19.    Rule  3.2.5.5,  Crown  Plates  of  Vertical  BoUers. 

Delete  existing  rule  (including  Amendment  No.  3)  and  substitute: 

Dished  or  flat  shell  crown  plates  of  vertical  boilers  shall  be  flanged 
and  attached  to  the  sheU  by  one  of  the  methods  shown  in  Fig.  3.2.5  (a),   amdt  No 
(b)  or  (c)  and  to  the  uptake  by  the  method  shown  in  Fig.  3.2.5  (h).  '     JiUy'i965 

Dished  and  flat  furnace  crown  plates  of  vertical  boilers  shall  be 
flanged  and  attached  to  the  furnace  and  to  the  uptake  by  one  of  the 
methods  shown  in  Fig.  3.2.5  (a),  (b)  or  (c). 

For  the  attachment  of  tube  plates  of  vertical  multitubular  boilers  to 
shells  and  furnaces  see  Rules  3.2.5.3  and  3.2.5.4  respectively. 

Page  20.     Fig.  3.2.5  (a)  to  (d),  Typical  Methods  of  Attaching  Ends. 
Amend  legend  to  read: 

"t  —  thickness  of  shell,  furnace  or  uptake." 


Amdt.  No.  4 
July  1985 


Price:  !/■  (lOc) 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by   Royal   Charter 


^   -TSf 

Amendment  No.  2 
July  1965 


AMENDMENT  No.  2 

to 

AS  E34— 1961 

LARGE  FREIGHT  CONTAINERS 

The  1961  edition  of  the  above  standard  which  was  amended  in  Mav 


Page  5.   New  Clause  4A. 

Add  the  following  new  rule; 

4A.  DOOR  OPENINGS.  Each  container  shall  be  provided  with  at  least 
one  door  opening^  The  door  opening  should  be  as  large  as  practicaWe 
and  when  situated  m  the  end  of  containers  should  prfferably  be  muai 
to  the  in  ernal  cross-sectional  dimensions  of  the  container  Door  S 
mgs  shall,  however,  be  not  less  than  7  ft  high  and  7  ft  3  in  wide^ 

Page  5.    Clause  5,  Loading. 

Delete  existing  clause  (but  retain  Table  2)  and  substitute: 

5.   LOADING. 

(n)   a  wheel  load  of  not  less  than  6,000  Ibf  per  wheel  annli^  nv^r  . 

no?  iS  Tn  TK^H^'^T  '^  ^  '";  — ^"  "^  wESftiS ^o 
noi  less  tnan  7  in  and  wheel  centres  of  30  in. 

diarfhnt.H'*?^^  ^^  "^}  ^""l"  ^  '^^P^^'e  of  withstanding  a  uniformly 
distributed  load  of  not  less  than  440  Ibf  on  any  area  of  2  ft  ^  I  ft    ^ 


Page  6.    Clause  6,  Lifting  Devices. 

Add  the  following  paragraph- 


Amdt. 

No.  2 
July 
1965 


Amdt. 
No.  2 

196; 


Amdt. 

No.  2 
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1965 


Price:    2/-    (20{-.) 


Amendment  No.  9 
July  1965 

STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporoted   by   Royal   Charter 

AMENDMENT  No.  9 

to 

AS  CBl,  Part  V— 1954 

SAA  BOILER  CODE  — WELDING 

m  1951  edition  of  Part  V  of  the  SAA  Boiler  Code    which  was 

amended  andre-datedbyAmendmentNo.lofJanuarvlSandamend^ 
by  Amendment  No.  2  of  July  1958,  Amendment  No^3  of  JanuarTfS 
Amendment  No.  4  of  August  1960,  Amendment  No.  5  of  June     962 
Amendment  No.  6  of  October  1963,  Amendment  No.  7  of  FebruLv  1964 
and  Amendment  No.  8  of  January  1965,  is  now  further  amended 

Page  7.     Rule  2-4,  Double-welded  Butt  Joint.  ' 

Delete  existing  Note  and  mbatitute: 

''*  Tnir'^"^  1"'P  ''  "***,  '^"""S  "*''''^"«  "'"^  ^  removed  after  welding  and 
inspection  shows  complete  penetration  and  fusion  on  the  reverse  side,  or 

(ii)  other  means  are  adopted  to  obtain  complete  penetration  and  fusion  on  the 

reverse  side  and  inspection  reveals  that  this  has  been  obtained. 
A  single-welded  butt  joint  with  a  backing  strip  which  is  not  removed  after 
__^^dmg«m>t  considered  the  equivalent  of  a  doubled-welded  buttlZI 


Ambt.  Mo.  » 
July  1965 


Page  13.    Rule  4-3,  Single  V  or  U  Butt  Welds.  ^^ 

Delete  existing  Note  and  substitute: 

weM:itu:S^rwh:n-""  ^""*  ^'^"  •"  ^"""'^^'^  ^'1"^^'^'-*  '"  '^  ''-bl- 
(i)  8  backing  strip  is  used  during  welding  and  is  removed  after  welding  and    .„„,  ^.    , 
inspection  shows  complete  penetration  and  fusion  on  the  reverse  side,  or     JiSyme 
(ii)  other  means  are  adopted  to  obtain  complete  penetration  and  fusion  on  the 

reverse  side  and  inspection  reveals  that  this  has  been  obtained. 
A  single-welded  butt  joint  with  a  backing  strip  which  is  not  removed  after 
'^elding  is  not  considered  the  equivalent  of  a  double-welded  butt  joint. 

i'  Page  15.    Rule  4-42,  Longitudinal  Jointo^^ 

Delete  existing  Sub-rule  (b)  and  substitute: 

(b)  C^s  2  Vessels.  Longitudinal  joints  in  Class  2  vessels  shall  be 
ot  the  double-welded  butt  tyT>e  or  its  equivalent,  except  that 
smgle-welded  butt  joints  ^vith  backing  strips  which  are  not 
removed  after  welding  may  be  used  for  special  constructions 
and  then  only  with  the  approval  of  the  Inspecting  Authority. 

Price:  2/6  (25c) 


Akdt.  No.  » 
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STANDARDS  ASSOCIATION  OF  A 

Incorporated  by  Royol  Charter 

AMENDMENT  No.  3 

to 

AS  CB1,  Part  1—1962 

SAA  Boiler  Code 

-«  o™«  ™..  w.«^..  __„  __^  _^  ^^^ 


Amendmenl  No.  3  ,    ,->  ; 

Februory    1965  ^'?^i 


1964  18  now  further  amended.  Amendment  No.  2  of  February 

^£bm  f "°™«  "'°''°"'  ^  "»  "M'tKl  note- 

(-J44  C)  and  to  tluckneraeg  not  exceeding  1  if  *«'°P««ture8  not  exceeding  650°F 

Delete  "note"  and  awd^fjf^e. 

--  V.„e.  ..  inte^edi^te  te.peratu^  ..,  be  obtained  b,  „„..  ..,oi.. 

^^/fT^^"^^    ~~ — — 

Page  19.     RuleSAsXrui^PIatesT 

i)efe<e  second  last  line  and  ,«fo<i<„te. 

,(^);  (e).  (d).  (e).  (f)  and  (g).  but  where  method  (d).  ,).  (f,  or  (g)      f 

Page  19.    Rule  3.2.5.4,  Furnaces. 
Delete  second  last  line  and  substitute- 

Page  19.     Rnle  a^sI^Tc^^^Tiiiit^r^rvii^ 

Delete  third  line  and  sutstitute-  *""'"• 

i/^d  f!r'f£iaS;"^''^'  ^'^'  <'^  '^'^  (^)-   Where  method  (e).  (f)  or  (g)      S' 

■ . 1985 
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STANDARDS  ASSOCIATION  OF  AUSTRALIA 


Amendment  No.  2 
February  1965 


lueorporated  by  Royal  Charter 


AMENDMENT  No.  2 

to 

AS  CB4  — 1963 

SAA  CODE  FOR  COMPRESSED  GAS  CYLINDERS 

The  1963  edition  of  the  above  code  which  was  amended  in  June 
1964  is  now  further  amended  as  follows;  the  amendments  should  be 
inserted  at  the  appropriate  places: 


Page  9.    Ruk  1.9    Periodical  Inspection  and  Testing. 

After  Rule  1.9.7.  insert  the  following  hew  Rule  1.9.8: 
1.9.8  Carbon  Dioxide  Cylinders.  Carbon  dioxide  cyUnders  shall  be 
inspected  and  tested  in  accordance  with  Table  1.  except  as  follows: 
«)  For  cylinders  which  are  to  be  used  exclusively  for  fire  fighting 
purposes,  the  period  of  inspection  between  tests  shall  not  exceed 
10  vears  for  the  first  and  second  tests,  and  the  mterval  between 
all  subsequent  tests  shall  not  exceed  5  years;  provided,  however, 
that  should  an  extinguisher  be  discharged  at  any  tmie  exceeding 
2  vears  after  its  previous  test,  the  cylinder  shaU  be  retestal  prior 
to  recharging  and  the  interval  between  subsequent  tests  shall  not 
exceed  5  years, 
(ii)  For  cylinders  fitted  with  shrunk-on  footrings  and/or  over  40  years 
old,  the  period  of  inspection  shall  be  reduced  to  2  years. 


Page  18.    Rule  2.12.4    Filler's  Record. 

In  item  (ii)  delete  the  reference  to  Rule  2.21.2  (x)  and  substitute 
Rule  2.12.2  (x). 


Amdt. 
No.  2 
Feb. 
1965 


Page  10.    Table  1    Periodical  Inspection  of  Cyfinders. 

In  column  2,  opposite  "Carbon  Dioxide",  delete  "not  exceeding  2*  amdt. 

years"  and  substitute  "hot  exceeding  5*  years".  feb. 

Delete  footnote  marked  with  asterisk  (*)  and  substitute:  >'*' 

•  For  cylinders  used  for  fire  fighting  purposes,  and  cylinders  fitted  with  shrunk- 
on  footrings  and/or  over  40  years  old,  see  Rule  1.9.8. 


Amdt. 

No.  2 

Feb. 

196S 
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Amendment  No.  4  ^^^ 
AugoBt  1965 


2  -DEC -8 


Amendment  No.  4 

to 

SAA  WIRING  RULES 

Part  1  —  Wiring  Methods 

(AS  CCl,  Part  I  —  I96I) 


Incorporated  by 
Royal  Chartt 


PUBLISHED    BY    THE    STANDARDS    ASSOCIATION 
OF  AUSTRALIA,  157  GLOUCESTER  STREET,  SYDNEY 

(COpyRIOHT) 


Prict:  1/.  (10c). 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated  by  Royal  Ckartcr 


Amendment  No.  1 
July  1965 


AMENDMENT  No.  1 
to 

AS  B104— 1964 
CHAIN  BLOCKS  (HAND  OPERATED) 


PREFACE. 

Page  3.  Seventh  line  from  bottom. 

Delete  the  words  "which  are  interchangeable". 


PREFACE. 

Page  4.  First  Paragraph. 

Delete  the  last  2  sentences  commencing  "on  this  basis".  Insert 
the  following  after  the  second  paragraph: 

Whilst  the  standard  is  not  intended  to  apply  to  the  lever  or  pull  lift 
type  of  block,  it  is  considered  that  many  of  the  requirements  in  the 
standard  can  be  used  in  the  design  and  construction  of  these  blocks. 


Page  11.  Clause  5,  Factor  of  Safety. 

In  the  second  line,  replace  "and"  with  "of. 

Page  13.  Clause  9.1,  Load  Chain  Wheel. 

Delete  second  paragraph  and  substitute: 

The  design  of  the  load  chain  wheel  shall  be  such  as  will  ensure 
effective  operation  with  the  load  chain.  The  load  chain  wheel  shall 
have  pockets  accurately  shaped  to  fit  the  links  of  the  load  chain  which 
shall  operate  freely  and  smoothly  over  the  load  wheel. 


Page  14.  Clause  11.2,  Automatic  Brakes. 

Amend  second  line  of  paragraph  (i)  to  read  "a  machine-cut  acme, 
square,  or  buttress  thread". 


Page  15.  Clause  11.3.4,  Position  of  Pawl. 

Add  the  following  sentence:  "It  shall  not  be  possible  for  the  pawl 
to  rotate  outside  of  its  satisfactory  operating  range". 


Amdt. 
No.  1 

JULY 

1965 


Amdt. 

No.  1 
July 
1965 


Amut. 
No.  1 

lULY 
1965 
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Amut. 

No.  1 
July 
1965 


Amdt. 

No.  1 
July 
1965 


Price  II-  (lOc) 


STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by    Royol   Chorfer 


Amendment  No.  6 
September  1965 


AMENDMENT  No.  6         .i_ 

to 


SAA  Approval  and  Test  Specification  ^  *  DEC  -  8 

I  Copy  - 


for 
EXTRA-LOW  VOLTAGE  TRANSFORMERS 

(AS  C126-1958  Ap.) 


1965 


The  1958  edition  of  AS  C126  Ap.  which  was  previously  amended  in 
1962  (twice),  1963,  1964  and  1965  is  further  amended  as  follows;  the 
amendments'  should  be  inserted  at  the  appropriate  places. 


Clause  1,  Scope. 

In  the  second  paragraph: 

Delete  item  (i). 

Delete  item  (v)  and  substitute: 

(v)  transformers  incorporated  in  electronic  equipment,  test  equipment 

and  the  like. 
Add  the  following  to  item  (vi): 

and  no  provision  is  made  for  external  e.l.v.  connections. 

This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Gause  7(b),  Means  of  Connection— Output  Side. 

Delete  existing  first  paragraph  and  substitute: 

Except  where  incorporated  in  other  equipment,  every  extra-low  volt- 
age transformer  shall  be  provided  with  one  of  the  means  of  connection 
to  the  output  side  as  in  (i)  or  (ii)  below. 
Add  a  second  introductory  paragraph  as  follows: 

Where  an  extra-low  voltage  transformer  is  incorporated  in  equipment 
providing  facilities  for  the  connection  of  a  particular  external  extra-low 
voltage  appliance  (e.g.  a  battery  saver),  means  of  connection  shall  be 
provided  on  the  output  side  as  in  (ii)  or  (iii)  below. 
Add  a  iiew  item  (iii)  as  follows: 
(iii)  a  plug  socket  which  will  not  accept  plugs  conforming  to  Fig.  1  or 

Fig.  El  of  AS  CI  12  Ap. 
This  amendment  forms  part  of  the  specification  on  1  October  1965. 


Amdt. 
No.  < 
Sept. 
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Price:  //6  (15c) 


Amendment  No.  5 
September  1965 
STANDARDS  ASSOCIATION  OF  AUSTRALIA 

Incorporated   by   Royal   Charter 


AMENDMENT  No.  S 

t«  )     2  -  DEC  -  8 

SAA  Approval  and  Test  SpecifikaQmy     •)      jggj 


tot 

DECORATIVE  LIGHTING  OUTHTS 
(AS  C152.1950  Ap.) 


The  1950  edition  of  AS  C152  Ap.  which  was  previously  amended  in 
1960.  1962.  1963  and  1965  is  further  amended  as  follows;  the  amend- 
ments should  be  inserted  at  the  appropriate  places. 


Amot. 


I9«5 


Clause  6,  Conductors  and  Means  of  Connection. 

Delete  existing  text  of  this  clause  and  substitute: 
(a)  Conductors. 

(i)  Outfits  Requiring  Flexibility.  I>ecorative  lighting  outfits  which      „«,„,. 
are  intended  to  be  draped  or  suspended  (such  as  conventional      No.  j 
Christmas  tree  types)  shall  be  provided  with  flexible  cords      ^''^• 
for  the  connection  of  the  lampholders.   Such  flexible  cords       """ 
shall  comply  with  AS  CI  16  Ap.  or  AS  C147  Ap.  and  may 
have  a  nominal  cross-sectional  area  of  0.0006  sq  in  (14/  0076 
in). 

Notwithstanding  Qause  3.7  of  AS  ClOO  Ap..  insulation  of 
live  conductors  may  be  coloured  green  except  for  an  outfit 
which  requires  an  earthing  conductor  in  which  case  green 
shall  be  used  only  for  the  earthing  conductor. 

(ii)  Outfits  Not  Requiring  Flexibility.  For  decorative  lighting 
outfits  not  requiring  flexibility  (such  as  illuminated  flowers), 
appropriate  solid  or  stranded  cables  complying  with  AS  CI  16 
Ap.  or  AS  C147  Ap.  may  be  used  for  the  connection  of 
lampholders. 

Notwithstanding  Qause  3.7  of  AS  ClOO  Ap..  live  con- 
ductors may  be  coloured  green  where  this  is  required  for 
appearance,  e.g..  the  stem  of  a  flower,  provided  that  there 
is  no  likelihood  of  confusion  between  such  conductors  and 
any  earthing  facilities  forming  part  of  the  outfit. 

Price:  116  (15c) 
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STANDARDS  ASSOCIATION 

Incorporated  by  Royal  Chi 

Australian  Amendment  No^.l 

to 

AS  K152 

METHODS  FOR  THE  ANALYSIS  AND  TESTING  OF 

COAL  AND  COKE 

The  current  editions  of  Parts  1-16*  of  B.S.1016  have  been  endorsed  as 
the  corresponding  Parts  of  Australian  Standard  K152  subject  to 
amendments  and  limitations  as  indicated  below.  The  endorsement 
supersedes  AS  CK2,  Part  III—  1949. 

Different  amendments  are  to  be  applied  according  to  whether  hard 
coal  and  coke  or  brown  coal  and  its  derivatives  are  being  examined, 
but  such  differences  in  application  are  clearly  indicated. 

An  endorsement  slip  should  be  attached  to  the  cover  of  each  of  the 
endorsed  Parts  of  B.S.1016,  and  an  appropriate  notation  made  in  the 
text  of  those  Parts  subject  to  Australian  amendment  to  cross-refer  to 
the  relevant  page  of  this  booklet. 

ENDORSEMENT  OF  BSI  AMENDMENTS. 

B.S.1016  includes  the  following  BSI  amendments  which  are  included 
in  the  endorsement: 

Part    5— June  1960  (PD3808),  and  September  1961  (PEH309) 
Part    8— June  1961  (PD4185).  and  June  (PD4249) 
Part    9— July  1960  (PD3859) 

Part  12— December   1960  (PD4005),  and  June   1961    Supplement 
No.  1  (PD4176) 

Part  13—1963  Addendum  No.  1  (PD5305) 

Part  15— December  1960  (PD4004) 

Part  16— August  1961  (PD4254),  and  January  1962  (PD4425) 


*  Part  1:1957,  Part  2:1957,  Part  3:1957,  Part  4:1957,  Part  5:1957,  Part  6:1958, 
Part  7:1959,  Part  8:1959,  Part  9:1%0,  Part  10:1960,  Part  11:1959,  Part  12:1959, 
Part  13:1961,  Part  15:1960,  Part  16:1961:  excluding  Part  14:1963,  Analysis  of 
Coal  and  Coke  Ash,  which  is  being  considered  for  endorsement. 
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HEAT-ACTUATED  DETECTORS 

FOR 
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Standard  Methods  of  Test  for  Paints, 
Varnishes,  Lacquers  and  Related  Materials 


METHOD   602.1.  VISUAL  ASSESSMENT  OF  GLOSS 

Scope 

This  method  describes  a  procedure  for  assessing  the  degree  of  gloss  of  a  test  panel  visually  by  comparison 
with  a  series  of  gloss  standards. 

Visual  gloss  assessments  will  not  necessarily  correspond  to  instrumental  gloss  assessments. 

Certain  painted  surfaces  such  as  those  of  -polychromatic  films  do  not  readily  lend  themselves  to  assessment 
by  this  method. 

Apparatus  (  Co  ^^  "  "^^'^  "^ 

A  .set  of  60"  Specular  Gloss  Standards  cCT I i tt&f  bvnSe^><&tia3aJf  B u rea u  of  .Standards,  Washington  25.  DC, 
USA  is  required.  These  standards  (Note)  have  been  prepared  according  to  the  American  Society  of  Testing 
and  Materials  Method  D523  for  the  60"  Specular  Gloss  of  Paint  Finishes.  A  set  consists  of  two  white  vitrolite 
plaques  of  nominal  gloss  values  1  and  90  and  eight  glazed  ceramic  plaques  of  nominal  gloss  values  10,  20,  30, 
40,  50,  60,  70  and  80.  A  table  showing  the  actual  60°  gloss  value  of  each  plaque  as  determined  by  the  ASTM 
method,  uncorrected  for  diffuse  reflection,  is  also  required.  Each  plaque,  approximately  4}  inches  square,  is 
engraved  with  the  nominal  gloss  value  followed  by  a  serial  number.  Each  plaque  also  bears  an  arrow  on  its 
reverse  side  and  this  arrow  should  be  directed  towards  the  observer  during  assessments.  This  precaution  is 
designed  to  overcome  errors  arising  from  unavoidable  lack  of  uniformity  of  the  plaque  surface. 

NOTE:  Obtainable  from   Gardner   Laboratory   Inc.,   Bethesda   14,  Maryland,  tISA. 
Conditions  of  Illumination 

The  assessments  should  be  carried  out  against  a  neutral  background  illuminated  by  a  reasonable  intensity 
of  diffused  light,  preferably  southern  daylight. 

Procedure 

1.  Clean  the  standard  plaques  before  use.  They  should  be  washed  with  .soap  and  warm  water,  rinsed 
thoroughly  with  distilled  water  and  dried  overnight  in  a  dust-free  place.  Standard  plaques  of  values  below 
25  should  be  scrubbed  lightly. 

Handle  carefully  to  avoid  scratches.    One  or  two  deep  .scratches  are  less  serious  than  many  fine  almost 
imperceptible  ones. 

2.  With  the  test  pane!  in  one  hand  and  a  suitable  standard  plaque  in  the  other  hand,  view  the  image  of  the 
light  source,  preferably  a  window,  at  approximately  60  angle  of  incidence  to  the  normal,  at  a  distance 
of  approximately  18  inches  from  the  eye.  The  panel  and  the  plaque  should  be  held  side  by  side,  in  the 
.same  plane  and,  as  far  as  possible,  the  assessment  should  be  made  on  the  central  areas  of  both  the  test 
panel  and  standard  plaque  (see  Fig.   1 ). 

3.  Repeat  with  the  different  standard  plaques  until  the  gloss  of  the  lest  panel  is  asses.setl  either  as  equal  to  a 
particular  standard  plaque  or  as  lying  halfway  between  two  standard  plaques.  From  the  actual  gloss 
value  or  values  of  the  chosen  plaque  or  plaques,  uncorrected  for  diffuse  reflection,  record  the  gloss  as 
either  that  of  the  chosen  plaque  or  as  the  mean  of  the  two  chosen  plaques,  whichever  is  relevant. 

4.  Steps  2  and  3  are  to  be  repeated  by  two  additional  operators. 

5.  Calculate  the  mean  of  the  gloss  values  as  determined  by  the  three  operators  and  report  as  a  whole  number. 
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Standard  Methods  of  Test  for  Paints, 
Varnishes,  Lacquers  and  Related  Materials 


METHOD  No.  481.5,  THE  DETERMINATION  OF  DURABILITY, 

RESISTANCE   TO   CORROSION,  AND   RESISTANCE  TO 

FOULING   OF   MARINE   UNDERWATER   PAINT  -SYSTEMS 

Apparatus 

A  raft  or  floating  structure  is  required  from  which  panels  ma\  be  suspended  rigidly  so  that  they  are 
between  2  ft  and  7  fit  below  the  surface  of  the  water. 

The  design,  dimensions,  and  materials  of  construction  of  the  raft  and  the  method  of  fixing  the  panels  are 
left   to  the  testing  authority's  discretion,   provided   that  the  following  conditions  are  observed: 
(i)  The  testpanels  hang  vertically  with  not  less  than   1  ft  between  faces, 
(ii)  The  test   panels  are" electrically  insulated  from  any  metallic  parts  of  the  raft, 
(iii)  The  test  panels  can  be  removed  easily  for  examination  and  replaced  without  sutfering  any  damage 

by  abrasion, 
(iv)  The  raft  may  be  moored  in  a  fixed  position,  i.e.  fore  and  aft,  or  alternatively  it  may  have  only  one 

mooring  so  that  it  is  free  to  swing  in  any  direction. 
(v)  The  sur'face  of  the  water  directly  above  the  test  panels  is  completely  exposed  and  is  free  from  shsJdow 
for  at  least  6  hours  each  day. 

Test  Site 

An  approved  testing  site  shall  comply  with  the  following  conditions: 
(i)  Typically  estuarine  conditions. 

(ii)  A  port  where  there  is  a  reasonable  volume  of  shipping. 

(iii)  Reasonable  freedom  from  pollution  from  etfluents  and  remote  from  excessive  fresh  water  dilution, 
(iv)  Completely  tidal  and  free  from   tidal  currents  that  exceed  2  knots. 

(v)  Settlement  of  the  larva  of  fouling  organisms  as  determined  in  Procedure  2  shall  take  place  through- 
out the  year, 
(vi)  The  surface  temperature  of  the  water  shall  be  above   \5C  and  below  25°C  for  not  less  than  8 
months  of  the  year.  The  surface  temperature  of  the  water  shall  be  recorded  at  least  weekly  during 
the  exposure  period   if  not  known. 

Test  Panels 

The  test  panels  shall  be  of  a  size  to  suit  the  raft  but  in  no  case  shall  the  dimensions  be  less  than  12  in 
X  6  in.  The  ntimber  of  panels  shall  be  such  that  the  total  test  area  is  not  less  than  3  ft'-'.  They  shall  be  of 
the  appropriate  base  materials  and  be  prepared  by  the  appropriate  method,  and  shall  have  both  sides  and 
edges  coated  with  the  test  film  and  dried  by  the  appropriate  methods. 

Control  Panels 

Control  panels  shall  be  "non-toxic"  black  plastics*  lightly  sanded  with  No.  0  emery  cloth,  and  of  the 
same  dimensions  as  the  test  panel. 

Procedure 

1.    Test  Piinel.s 

(a)  Immerse  the  test  panel  or  panels  of  each  system  under  test  vertically  and  within  the  specified  limits 
of  depth. 

(b)  At  intervals  of  approximately  4  weeks,  inspect   visually  and  assess  film  and  fouling  failures  by  the 
methods  detailed  below. 

NOTE:  Inspection  must  be  carried  out  in  as  short  a  time  as  possible  to  avoid  exposure  and  drying  out  of  fouling 
organisms.  The  time  of  exposure  to  cause  death  of  organisms  varies  ^\ith  the  species  but  an  approximate  time  of 
10  minutes  for  examination  may  be  taken  as  a  guide. 

(c)  Record  the  results  of  such  inspection  in  an  appropriate  manner. 

*  Bakelite,  formica,  and  laminex  have  been  found  to  be  satisfactory. 
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EDITORIAL  NOTE:  This  specification  has  been  prepared  to  provide 
self-contained  requirements  for  cfiildrens  cot  mltt.esses.  under  the 
general  AS  S3  designation.  To  facilitate  reference  to  these  require- 
ments the  specification  is  identified  as  ••S3.2",  and  the  requirements 
in  the  existmg  AS  S3  should  be  regarded  as  forming  "S3  T-  for 
purposes  of  mspection  and  labelling  schemes  both  specifications' will 
retain  the  basic  "AS  S3     reference. 

This  specification  S3.2  is  being  issued  without  a  cover  so  that 
It  may  be  incorporated  into  existing  copies  of  AS  S3.  At  an  earlv 
opportunity  this  specification  and  the  specification  S3  I  will  be 
reprinted  to  form  one  self-contained  document 
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AMENDMENT  No.  2 

to 

AS  A31.1— 1963 

WATER  (SODA  ACID)  TYPE 

PORTABLE  FIRE  EXTINGUISHERS 

Page  11.   Clause  2.17,  Rate  of  Discharge. 

Delete  first  line  of  this  clause  and  insert  a  new  clause  heading  and 
sub-clause  heading  as  follows: 
2.17  PERFORMANCE  REQUIREMENTS.  amdt 

2.17.1  Discharge  Time.  The  form  of  the  nozzle  and  the  area  of  .  .  . 


No.  2 
Nov. 
\9it 


Insert  a  new  sub-clause  as  follows: 

2.17.2  Fire  Test.  Fire  tests  for  this  type  of  extinguisher  are  not 
specified  since  the  extinguishing  of  the  fire  is  primarily  the  function  of 
the  amount  of  extinguishing  medium,  and  the  duration  and  range  of 
the  discharge. 


AMENDMENT  No.  2 

to 

AS  A31 .2—1963 

WATER  (GAS  CONTAINER)  TYPE 

PORTABLE  FIRE  EXTINGUISHERS 

Page  18.   Clause  2.15,  Rate  of  Discharge. 

Delete  first  line  of  this  clause  and  insert  a  new  clause  heading  and 
sub-clause  heading  as  follows: 

2.15    PERFORMANCE  REQUIREMENTS.  amot 

No.  2 
Nov. 


2.15.1  Discharge  Time.  The  form  of  the  nozzle  and  the  area  of  .  . 
Insert  a  new  sub-clause  as  follows:  "** 

2.15.2  Fu«  Test.  Fire  tests  for  this  type  of  extinguisher  are  not 
specified  since  the  extinguishing  of  the  fire  is  primarily  the  function  of 
the  amount  of  extinguishing  medium,  and  the  duration  and  range  of 
the  discharge. 

Price:  25c 
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AMENDMENT  No.  1 

to 

SAA  Approval  and  Test  Specification 

for 

DOMESTIC  ELECTRIC  SEWING  MACHINES 

(AS  C171— 1964  Ap.) 

The   1964  edition  of  AS  €171   Ap.  is  amended  as  follows; 
amendments  should  be  inserted  at  the  appropriate  places. 


the 


Clause  7,  Sewing  Machines  with  Double  Insulation. 

Add  the  following  paragraph: 

Any  openings  in  external  metal  parts  which  are  at  the  top  of  the 
sewing  machine  motor  housing  when  the  motor  is  mounted  in  its 
normal  position  on  or  in  the  machine,  shall  be  so  located,  or  protected 
by  baffles,  a  labyrinth  or  the  like,  that  the  possibility  of  extraneous 
objects  such  as  pins  entering  the  housing  and  contacting  live  parts  is 
minimized. 

This  amendment  forms  part  of  the  specification  on  1  June  1967. 

Clause  13,  Lampholders. 

Delete  existing  clause  and  substitute: 

13  LAMPHOLDERS.  It  shall  not  be  necessary  for  lampholders  to 
comply  with  AS  €117  Ap.,  Bayonet  Lampholders,  or  AS  €140  Ap., 
Edison  Type  Screw  Lampholders,  but  they  shall  comply  with  the 
requirements  of  AS  €100  Ap.  and  with  the  following  particular  require- 
ments of  this  clause.  Lampholders  which  are  not  contained  in  an 
enclosure,  the  cover  of  which  requires  the  use  of  a  tool  for  its  removal, 
shall  be  of  a  type  whereby  there  is  no  exposed  metal  of  either  the  lamp- 
holder  or  the  lamp  after  the  lamp  has  been  inserted.  Any  lampholder 
intended  to  accommodate  a  lamp  of  the  screw-in  type  shall  be  so  designed 
that  it  is  not  possible  to  touch  with  the  standard  test  finger  any  metal  of 
the  lamp  or  the  lampholder  which  may  be  live  when  any  contact  of  the 
lamp  is  touching  a  corresponding  contact  of  the  lampholder.  The 
requirement  shall  be  assessed  with  the  longitudinal  axis  of  the  lamp  in 
line  with  the  axis  of  the  lampholder  (i.e.  with  the  lamp  fitted  square 
into  the  lampholder  and  not  tilted  at  an  angle). 

This  amendment  forms  part  of  the  specification  on  1  June  1966. 
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